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Codaca Electronic Co., Ltd. is a high-tech enterprise specializing  
in the development and manufacturing of magnetic components,  
with a primary focus on high current power inductors and molded 
power chokes. 

Founded in 2001 and headquartered in Shenzhen, China,  Codaca 
operates a self owned manufacturing facility in Heyuan,Guangdong 
Province, with approximately 52,000 m² of production space.  

This vertically integrated manufacturing base supports scalable 
production capacity, stable process control, and consistent product 
quality for global customers. 

To strengthen global supply chain flexibility and regional service  
capability, Codaca has established subsidiaries in Singapore and  
Thailand. The company is further supported by an international  
network of authorized distributors and sales representatives across 
North America, Europe, and Asia, enabling efficient logistics  
coordination, responsive technical support, and localized customer 
service world wide. 

Codaca offers a broad portfolio of magnetic components, including 
high-current power inductors, molded power chokes, SMD and DIP 
inductors, rod inductors, and common mode chokes. These  
products are designed to address a wide range of power  
conversion and electromagnetic interference (EMI) suppression  
requirements. 

Applications include industrial automation, automotive electronics, 
medical equipment, renewable energy systems, communication 
equipment, power supplies, AI servers, high performance  
computing platforms, motor drive systems, and audio amplification  
systems, where high efficiency, high reliability, and compact design 
are required. 

Codaca maintains dedicated automation engineering  capabilities 
and has implemented advanced automated production equipment 
to ensure process consistency and manufacturing  efficiency. 
Codaca works closely with global material suppliers to  support 
continuous material innovation and process optimization. 

In house laboratories support magnetic material research, reliability 
testing, and failure analysis, with testing capabilities aligned with  
AEC-Q200 requirements. 

Codaca is certified to ISO9001, ISO14001, ISO45001, and  
IATF16949 standards, and operates CNAS accredited laboratory 
capabilities, reflecting its commitment to quality management, 
environmental responsibility, and continuous improvement. 

With long-standing expertise in magnetic component design and 
manufacturing and cooperated with global IC company for  
reference designs, Codaca is committed to delivering reliable, high 
performance solutions and supporting customers in  demanding 
global applications. 
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Company Features 

Magnetic component manufacturer provides flexible and efficient sample and mass 
production delivery 

Core material developed by CODACA, which makes fast customization possible for 
high current power inductor 

 
Various standard products in stock, and no MOQ requirement 

Online design tool, which can realize fast and accurate inductor selection 

CNAS certificated laboratory, products meet AEC-Q200 standard 

Professional FAE technical support, timely provide solutions 
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Design Tools 

Quickly select inductors according to practical  
application parameters 

Help find CODACA inductors to replace commonly used  
competitor's products 

According to the reference design of IC company,  
find the applicable inductor products 

Power inductor loss comparison tool to help you find the  
optimal solution 

Design tool by scanning 
 

Power Inductor Loss Comparison 
Input frequency, ambient temperature, current and other parameters to visually display the saturation, temperature rise 
and loss comparison of various CODACA power inductor 

Power Inductor Finder 

Highest Inductance 
Value Finder 

DCR @ Temperature 
Calculator 

CODACA Part No. 
Finder 

 Reference Design 
Inductor Finder 

Inductor Selection for DC-
DC Convertor 

Cross Reference Inductor Finder 
Help find CODACA inductors to replace commonly used competitor's products 
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NO MOQ requirement Repackage the quantities of product
to your needs

Popular Products are Available Ex Stock 



Our Environment is Important to Us 

As one of leading magnetic component manufacturers, we 
are fully conscious of our responsibility for the environment 
and its protection 

Directives 

All components meet RoHS Directive 2011/65/EU (as 
amended by (EU) 2015/863) and China RoHS (2026 
version of the Compliance Management Catalog) regarding 
the restriction of the use of defined hazardous substances 
in electrical and electronic devices

All components and homogeneous subcomponents are 
tested according to the current version of the"list of 
candidates of the substances of very high concern(SVHC) 

All components meet “Halogen Free” according to 
JEDECJS 709B & IEC 61249-2-21 
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Quality Assurance 

Please contact us if you need declaration obligatory 

ingredients according to RoHS & REACH conformity 

REACH
COMPLIANT

RoHS
COMPLIANT

Halogen
Free
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Measurement Lab   

Analytical Lab   

Constant Temp & Hum Test Chamber  

Thermal Shock Test Chamber  

Double-layer Temperature Test Chamber  

High and Low Temperature Test Chamber  

Steam Aging Tester 

Salt Spray Tester 

X-Ray Inspection System  

Scanning Electron Microscope  

XRF Spectrograph 

BH  Analyzer 

Particle Size Analyzer 

Cross Sectioning and Polishing Tester  

Electric Vibration  System  

Mechanical Shock Tester 

Universal Testing Machine 

Drop Tester 

Wetting Balance 

Reflow Oven 

Wave Soldering Machine 

Environmental Lab   

 
Laboratory with AEC-Q200 Standard 

High Frequency Impedance Analyzer  

High Frequency LCR Tester  

Precision Micro Resistance Meter  

Programmable Constant Current Source 
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Industrial Control 
Various types 
Compact design with high current  
Low loss, high efficiency  
REACH/RoHS compliant/Halogen Free 

High saturation current  
High power, low loss 
Low DC resistance 
REACH/RoHS compliant/Halogen Free 

Renewable Energy 

Automotive Electronics 
High reliability 
AEC-Q200 grade 0 
PPAP available 
REACH/RoHS compliant/Halogen Free 

Small size, high current  
Shielded structure  
Low DC resistance 
REACH/RoHS compliant/Halogen Free 

Communication Equipment 

CPEX, CPER, CPRX, CSBA, CSEB 

CPEX-LV, CSQX, CSBX, CSAB, CSHB, CSTP, SP 

VSRU, VSAB, VSEB-H, VSHB-T, VSD, VCRHC, VRKL 

Product Applications 

CSEB, CSAB, CSBX, CRHSM, CSTP  
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PPAP available  
Shielded structure  
Oxygen free copper wire 
REACH/RoHS compliant/Halogen Free 

Low loss 
High operation current 
High reliability 
REACH/RoHS compliant/Halogen Free 

Digital Power Amplifier 

Artificial Intelligence 

High reliability  
Shielded structure  
Low DC resistance 

REACH/RoHS compliant/Halogen Free 

Medical Electronics 

Various types 
Low loss 
Customization available 
REACH/RoHS compliant/Halogen Free 

Power Supplier 

CPRX, CPD, CPE, CSD, CSAD, CSAC 

CPQ, CSCF, CSBX, CSAB, CSEB, SPD 

CSHN, CSAG, CSEB, CSHB, CSCF, CPEX, CPRX 

CSQX, CPRA, CPEA, CPQX, CPCF, TCAB 



低直流电阻，大电流

结构紧凑，小感值，应用高频率

适用于高频大电流电源、VRM、基站等

扁平线绕组，实现极低的直流电阻

超大额定电流

磁路闭合，低蜂鸣噪音

应用频率宽，适用范围广

高频大电流电感
High Frequency & High Current Power Inductor

数字功放大电流电感
Inductor for Digital AMP

超级大电流电感
Super High Current Power Inductor

磁屏蔽结构，有效避免辐射干扰

大电流，低磁损，寄生电容小

使用无氧铜线有效提升音质

大电流，紧凑结构

低直流电阻

自动化生产工艺，品质稳定

有效解决热老化问题

紧凑型大电流电感
Compact High Current Power Inductor
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Compact design with high current 

Low DC resistance 

Automated production process, stable quality 

Effectively solving thermal aging problem 

Compact High Current Power Inductor 

Flat wire winding, achieving a very low DC resistance 

Super high rated current 

Magnetic shielding structure with low buzz noise 

Wide application frequency and applications 

Super High Current Power Inductor 

Magnetic shielded structure to reduce radiation interference 

High current, low core loss, small parasitic capacitance 

Oxygen Free Copper(OFC) wire improving sound quality 

Inductor for Digital Amplifier 

Magnetically shielded structure minimizes radiated interference 

Molded by alloy powder or carbonyl iron powder, low DCR, high current, 
high thermal stability 

Patented technology upgrading products: magnetic permeability increases, 
and Pcv decreases by 20%~30% compared with products in the same size 

Molding Power Choke 

Product Overview 



完全磁屏蔽结构，最小化辐射干扰

由合金粉末或羰基铁粉压铸成型，低直流电阻，大电流，热稳定性高

专利技术升级产品：磁导率增大，Pcv（单位体积损耗功率）较同尺寸

紧凑型结构设计

高阻抗特性，能有效滤除共模噪音

系列丰富，适用于信号线和电源线不同应用

品种齐全，可按用户要求定制

屏蔽电感统一采用组装治具定位，产品电气性能稳定

多重包装防护，保证产品运输安全

极高的额定电流

高可靠性

优异的直流偏置能力

磁棒电感
Rod Inductor

工字电感
Drum Core Inductor

一体成型电感
Molding Power Choke

共模电感
Common Mode Choke
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专利技术升级产品：磁导率增大，Pcv（单位体积损耗功率）较同尺寸 
产品降低20%~30% 

Completely product range, customized designs are available 

Stable electrical performance by assembly fixture positioning 

Multi-protection packaging to make product safe in transportation 

SMD Power Inductor 

High rated current 

Excellent DC bias capability 

High reliability 

Rod Inductor 

Compact structure design 

Excellent impedance characteristic to suppress common mode noise 

Different series for both signal and power line applications 

Common Mode Choke 

Bifilar Winding, high coupling factor 

Can be used in series or parallel, suitable for SEPIC, Zeta and other 
circuit topologies 

Coupled Inductor 

Compliant with safety regulations, customization is available 

Magnetic shielded structure, excellent resistance to electro magnetic 
interference(EMI)

Customized designs are available 



SMD Power Inductor Selection Guide 
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Series Rated Current Range Switching Frequency Range 

1A100mA 10A 100A 10KHz 1MHz 10MHz100KHz

CSBX

CSCGL

CSCGX

CSI

CSCIL

CSCM

CSCE

CSM

CSCF

CSHB

CSAB

0.1~100μH

0.3~47μH

0.82~56μH

0.3~1.5μH

0.47~56μH

1.5~31μH

0.16~56μH

1~10μH

1~10μH

0.47~1μH

1.0~24μH

0.86~11μH

Shielded

Shielded

Shielded

Shielded

Shielded

Shielded

Shielded

Shielded

10~22μH Shielded

Shielded

0.82~27μH Shielded

0.9~27μH Shielded

0.13~100μH

Shielded

Shielded

Shielded

Shielded

Shielded

1.0~30H

Shielded

1.0~35μH

Shielded

1.0~10μH

Shielded

Shielded

Shielded

Shielded

S
M

D

CSTB

VSRU

2.2~47μH

CSUR

CSUT

CSPT

CSQX

CSQA

VSBX

VSM

VSG

CSCFA

CSEX

VSRUX

VSCFA

0.22~10μH

1.8~20μH

ShieldedVSEX 1.0~24μH

CSBA 0.13~100μH Shielded

0.24~10μH

0.1~150μH

Shielded

Shielded
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SMD Power Inductor Selection Guide 

Series Rated Current Range Switching Frequency Range 

1A100mA 10A 100A 10KHz 1MHz 10MHz100KHz

SPD

SP

SPDR

SPM

SPF

SPBL

1~470μH

1~1000μH

1~1000μH

1~2200μH

Shielded

Shielded

Shielded

Shielded

Unshielded

S
M

D

1~4700μH Unshielded

CSAG

KSTB

VSEG

CSHN

VSEG-H

CSAD 1.5~47μH

3.3~22μHCSD

Shielded

1.5~47μH Shielded

1.0~22μH Shielded

Shielded

1.0~10μH ShieldedVSD

VSEB

VSAD

VSAD-T

VSAB

VSHB

VSHB-T

VSEB-H

0.33~68μH Shielded

Shielded

1.0~120μH Shielded

0.33~100μH Shielded

0.47~22μH Shielded

0.16~33μH Shielded

0.18~33μH Shielded

0.3~22μH Shielded

0.06~0.08μH

Shielded

CSEB-H

CSEC

CSEG-H

CSEG

Shielded

0.15~33μH Shielded

0.05~33μH

Shielded0.33~22μH

Shielded0.18~33μH

CSEB Shielded0.16~33μH

0.15~120μH

0.1~4.7μH

Shielded

CSAC 0.1~100μH Shielded
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SMD Power Inductor Selection Guide 

Series Rated Current Range Switching Frequency Range 

1A100mA 10A 100A 10KHz 1MHz 10MHz100KHz

S
M

D

CSUS 0.1~220μH Shielded

CRHSM 1.1~2200μH Shielded

VCRHS 1.1~2200μH Shielded

SPQ 1.2~1000μH

1.2~68μH

Shielded

SPRH

SPE

1~1000μH Shielded

Shielded
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DIP Power Inductor Selection Guide 

Series Rated Current Range Switching Frequency Range 

0.47~1μH

10~56μH

68~100μH

300μH

3.3~33μH

0.47~220μH

2.2~33μH

4.7~22μH

3.3~33μH

1.9~10μH

6.8~470μH

1A 10A 100A 10KHz 1MHz 10MHz100KHz

CPI

CPCF

CPG

CPU

CPQ

CPFL

CPFS

CPD

CPE

VPD

CPCE

CPER

CPAG

CPAS

CPCFA

VPRX

100mA

Shielded

Shielded

0.9~27μH Shielded

0.82~27μH Shielded

Shielded

Shielded

Shielded

Shielded

9.3~68μH Shielded

Shielded

1.2~10μH Shielded

VPCFA 6.8~65μH Shielded

Shielded

Shielded

Shielded

Shielded

Shielded

1.9~10μH Shielded

0.82~3.3μH

Shielded

Shielded

D
IP

CPDX

3.3~56μH

Shielded

10~20μH

CPQX

CPQA

VPAB

0.47~110μH

2.2~110μH

CPEX

CPEA Shielded

Shielded

0.6~150μH Shielded

0.75~150μH Shielded

CPRX

CPRA

7.0~33μH

Shielded1.5~63μH

Shielded

VPS
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DIP Power Inductor Selection Guide 

Series Rated Current Range Switching Frequency Range 
1A 10A 100A 10KHz 1MHz 10MHz100KHz

RAR

RKR

VRKL

100mA

Unshielded

Unshielded

1.8~3.3μH Unshielded

D
IP

1~22μH

1~22μH

PRD

PRS

DRH

Shielded

Shielded

Unshielded1000~5600μH

10~1000μH

1~6800μH

1~47000μH

PK

PKS

Unshielded

Unshielded

1~10000μH
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High current power inductor with core material self-developed and controlled 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

D.C.R.
(mΩ) ※2

Saturation 
Current (A) ※3

Temperature Rise 
Current (A) ※4

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.)

CSBX0540 5.60x5.30x4.00 0.22~5.60 1.20~28.5 5.50~30.0 4.50~25.0 

CSBX0630 7.00x6.90x3.00 0.10~2.20 0.78~10.8 12.0~70.0 7.80~23.0 

CSBX0640 7.00x6.90x3.70 0.24~6.50 1.00~31.5 8.20~45.0 4.60~21.0 

CSBX0650 7.00x6.90x4.70 0.25~13.0 0.88~38.6 6.50~60.0 3.10~21.0 

CSBX0830 8.70x8.50x3.00 0.16~3.30 0.88~14.5 12.5~55.0 7.00~25.0 

CSBX0840 8.70x8.50x4.00 0.15~10.0 0.62~23.8 7.50~65.0 5.70~30.0 

CSBX0850 8.70x8.50x5.10 0.33~22.0 0.68~37.5 5.50~50.0 4.80~29.0 

CSBX0860 8.70x8.50x6.00 0.56~30.0 0.93~44.6 4.80~40.0 4.30~28.0 

CSBX1030 11.2x10.2x3.00 0.20~2.50 0.82~11.5 15.0~65.0 9.00~22.0 

CSBX1040 11.2x10.2x4.00 0.18~6.80 0.61~20.5 13.0~80.0 5.60~30.0 

CSBX1050 11.2x10.2x4.70 0.18~18.0 0.45~34.7 8.30~80.0 5.00~32.0 

CSBX1060 11.2x10.2x5.70 0.38~27.0 0.67~42.2 8.00~70.0 4.00~25.0 

CSBX1235 13.8x12.8x3.20 0.25~5.60 0.78~19.0 14.5~70.0 6.80~24.0 

CSBX1250 13.8x12.8x4.70 0.19~10.0 0.48~13.5 16.0~100 8.80~32.0 

CSBX1265 13.8x12.8x6.20 0.20~47.0 0.32~54.5 7.20~110 4.00~36.0 

CSBX1275 13.8x12.8x7.30 0.60~56.0 0.48~60.0 7.50~80.0 4.00~36.0 

CSBX1670 16.8x16.0x6.70 1.00~22.0 0.89~20.3 14.0~66.0 8.50~33.0 

CSBX1690 16.8x16.0x8.80 1.70~55.0 1.12~32.5 9.50~55.0 6.60~37.0 

CSBX1809 19.3x18.2x8.90 0.82~56.0 0.54~35.8 10.8~88.0 6.50~41.5 

CSBX1812 19.3x18.2x11.5 1.50~82.0 0.75~23.9 8.80~75.0 8.20~45.0 

CSBX2212 22.5x22.0x12.0 3.30~100 1.03~35.5 12.5~70.0 6.10~32.0 
※1. Inductance measure condition at 100KHz, 0.5V.
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value.
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

CSBX/CSBA L H 

W 

C
od

e 

Compact High Current Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSCGL1056 10.2x7.20x5.30 1.30~10.0 2.20~16.5 6.00~19.0 5.80~15.0 

CSCGL1265 12.8x9.80x6.30 1.00~8.00 1.50~10.9 13.5~40.0 8.50~24.0 

CSCGX1056 10.2x7.20x5.30 1.30~10.0 2.20~16.5 9.00~27.0 5.80~15.0 

CSCGX1265 12.8x9.80x6.30 1.00~8.00 1.50~10.9 15.8~47.0 8.50~24.0 
※1. Inductance measure condition at 100KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSCGL/CSCGX 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CSBA0542 5.60x5.30x4.20 0.18~5.60 1.20~28.5 4.60~26.0 4.50~25.0 

CSBA0630 7.00x6.90x3.00 0.13~2.10 0.78~10.8 9.0~35.0 7.80~23.0 

CSBA0640 7.00x6.90x3.80 0.24~6.50 1.00~31.5 6.50~33.0 4.60~21.0 

CSBA0650 7.00x6.90x4.70 0.24~13.0 0.88~38.6 5.30~40.0 3.10~21.0 

CSBA0830 8.70x8.50x3.00 0.14~2.80 0.88~14.5 11.0~50.0 7.00~25.0 

CSBA0840 8.70x8.50x4.00 0.13~6.50 0.60~23.8 8.00~60.0 5.70~30.0 

CSBA0850 8.70x8.50x5.10 0.25~15.0 0.68~35.5 5.80~47.0 4.90~29.0 

CSBA0860 8.70x8.50x6.00 0.42~22.0 0.93~44.6 5.00~40.00 4.30~28.0 

CSBA1040 11.2x10.2x4.0 0.17~6.80 0.61~17.9 9.50~60.0 6.50~30.0 

CSBA1050 11.2x10.2x4.9 0.16~14.0 0.45~25.9 7.20~60.0 5.80~35.0 

CSBA1060 11.2x10.2x5.80 0.37~18.0 0.67~31.6 7.60~50.0 5.0~30.0 

CSBA1250 13.8x12.8x5.00 0.22~14.0 0.48~27.4 9.0~65.0 6.0~40.0 

CSBA1265 13.8x12.8x6.20 0.20~33.0 0.32~43.1 7.30~70.0 5.20~50.0 

CSBA1275 13.8x12.8x7.30 0.95~45.0 0.84~51.3 7.50~50.0 4.80~34.0 

CSBA1670 16.8x16.0x7.00 0.50~21.0 0.68~20.3 10.70~65.0 8.50~40.0 

CSBA1690 16.8x16.0x8.80 1.30~46.0 1.12~34.0 8.20~48.0 6.30~37.0 

CSBA1809 19.3x18.2x8.90 1.00~55.0 0.68~34.6 8.50~65.0 6.70~47.0 

CSBA1812 19.3x18.2x11.5 1.30~68.0 0.75~25.0 7.50~55.0 8.0~45.0 

CSBA2212 22.5x22.0x12.0 1.90~100 0.84~28.8 8.0~70.0 7.50~40.0 
※1. Inductance measure condition at 100KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current the actual value of DC current when the inductance decrease10% and 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

Compact High Current Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
current (A) ※3 

Temperature rise 
current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CSI1060 10.0x5.70x12.0 0.56 1.03 45.0 25.0 

CSI1580 16.0x8.00x15.9 0.47~1.00 0.62~0.96 80.0~120 37.0~40.0 
※1. Inductance measure condition at 100KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPI1060 10.0x5.70x12.0 0.56 1.03 45.0 25.0 

CPI1580 16.0x8.00x15.9 0.47~1.00 0.62~0.96 80.0~120 37.0~40.0 
※1. Inductance measure condition at 100KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSCIL1045 10.2x10.0x4.50 0.18~5.30 0.68~20.4 6.80~38.0 4.80~24.0 

CSCIL1050 10.2x10.0x5.00 0.16~7.80 0.68~25.9 7.00~45.0 4.60~24.0 

CSCIL1056 10.2x10.0x5.60 0.60~10.0 1.35~24.6 6.80~26.0 5.20~19.0 

CSCIL1065 10.2x10.0x6.50 0.33~15.0 1.00~32.3 5.60~36.0 4.60~23.0 

CSCIL1250 12.7x12.5x5.00 0.26~13.0 0.62~34.0 6.00~40.0 4.50~25.0 

CSCIL1256 12.7x12.5x5.60 0.24~18.0 0.62~40.0 5.50~50.0 4.00~25.0 

CSCIL1265 12.7x12.5x6.50 0.23~33.0 0.62~55.0 4.80~57.0 3.50~25.0 

CSCIL1275 12.7x12.5x7.50 0.21~56.0 0.62~73.7 3.90~65.0 2.90~25.0 

CSCM1250 12.7x12.5x5.00 0.47~6.80 0.85~11.4 9.20~31.0 7.50~26.5 

CSCM1256 12.7x12.5x5.45 0.33~10.0 0.82~8.60 7.00~41.0 7.60~16.9 

CSCM1260 12.7x12.5x6.00 0.80~17.0 1.70~19.8 5.00~29.0 5.50~20.0 

CSCM1265 12.7x12.5x6.50 0.50~42.0 0.87~23.5 2.40~35.0 5.30~29.5 

CSCM1290 13.5x12.5x9.00 6.80~47.0 13.7~21.0 3.00~18.0 7.70~9.00 

CSCM1460 14.8x14.5x6.00 0.56~10.0 1.40~11.5 9.50~46.0 8.20~23.0 

CSCM1480H 14.8x14.5x8.00 0.30~7.30 0.98~11.1 18.3~87.6 8.50~23.0 

CSCM1480L 14.8x14.5x8.00 0.50~12.0 0.98~11.1 10.0~59.5 8.50~23.0 

CSCM1480S 14.8x14.5x8.00 0.40~47.0 0.98~42.6 5.00~66.0 3.00~23.0 
※1. Inductance measure condition at 100KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSUT1715 18.3x17.5x15.3 10.0~22.0 4.70~10.0 29.00~38.0 13.0~20.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSUR0870 8.40x7.90x7.00 0.30~10.0 2.30~34.2 3.00~27.0 3.00~16.0 

CSUR1010 10.9x10.0x9.30 0.22~10.0 1.34~19.3 5.00~55.0 7.00~22.0 

CSUR1110 12.1x11.4x9.50 0.22~10.0 1.25~14.0 6.00~55.0 8.00~37.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSUR 

CSUT1715 

Compact High Current Power Inductor 



Tel: +86 755 89585372     
http://www.codaca.com    E-mail: info@codaca.com 

 
CODACA ELECTRONIC CO., LTD. 

21 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSCE1470 14.5x14.0x6.70 2.50~4.70 2.60 8.00~16.0 18.0 

CSCE2212 22.6x22.5x12.0 0.82~56.0 0.57~12.7 5.00~70.0 13.0~40.0 

CSCE2580 25.0x25.0x8.40 1.50~56.0 1.68~7.30 4.30~60.0 15.0~28.0 

CSCE3095 30.0x30.0x9.50 1.00~10.0 0.38~4.61 27.5~67.0 18.5~63.5 

CSM1080 10.5x9.20x8.00 2.20~6.80 2.97~7.65 8.50~15.9 9.60~16.4 

CSM2214 22.3x22.0x14.5 3.30~47.0 1.50~10.1 10.0~52.0 12.8~36.5 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSPT1590 16.26x15.0x10.16 0.30~1.50 0.72~1.18 17.0~50.0 26.0~44.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSCF2014B 21.0x18.5x14.5 10.0~47.0 10.6~34.0 7.50~25.5 6.00~11.0 

CSCF2014T 21.0x18.7x14.9 3.10~47.0 1.92~10.0 8.50~45.0 11.5~26.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease  20%(CSCF2014B); 30%(CSCF2014T) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSCF2012 22.5x21.8x12.0 0.47~33.0 0.40~6.80 7.00~75.0 14.0~45.0 

CSCF2014 22.5x21.8x14.5 0.70~47.0 0.66~10.0 8.50~75.0 11.5~32.0 

CSCF2016 22.5x21.8x16.5 4.70~47.0 3.30~13.0 6.50~42.0 12.0~21.0 

CSCF2915H 27.9x27.9x15.4 2.20~33.0 1.45 5.90~100 32.0 

CSCF2915L 27.9x27.9x15.4 1.50~33.0 1.20 3.30~100 34.0 

CSCF2918H 27.0x28.0x18.5 3.30~33.0 2.15 10.5~94.0 30.0 

CSCF3218 34.5x32.0x18.5 3.30~10.0 1.00~2.30 45.0~80.0 40.0~55.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40/50℃(Typ.) 

CSCF2918T 27.9x27.9x17.8 3.30~33.0 2.60 8.70~92.5 28.0 

CSCF3222T 32.0x34.5x22.7 3.30~56.0 0.95~11.75 21.0~98.0 15.0~56.0 

CSQX2915H 28.0x27.9x15.4 0.82~7.50 0.55~4.85 80.0~240 17.0~45.0 

CSQX2915L 28.0x27.9x15.4 1.80~17.0 0.55~4.85 30.0~90.0 17.0~45.0 

CSQX2915S 28.0x27.9x15.4 1.20~11.0 0.55~4.85 50.0~145 17.0~45.0 

CSQX2918H 28.0x27.0x18.5 2.70~12.0 1.40~5.20 85.0~170 21.5~41.0 

CSQX2918L 28.0x27.0x18.5 6.50~27.0 1.40~5.20 27.0~55.0 21.5~41.0 

CSQX2918S 28.0x27.0x18.5 4.70~18.0 1.40~5.20 43.0~85.0 21.5~41.0 

CSQX3218H 32.0x34.5x18.8 1.50~11.0 0.50~3.60 100~280 28.5~75.0 

CSQX3218L 32.0x34.5x18.8 3.60~27.0 0.50~3.60 33.0~90.0 28.5~75.0 

CSQX3218S 32.0x34.5x18.8 2.20~18.0 0.50~3.60 52.0~150 28.5~75.0 

CSQA2915HP 28.0x27.9x15.5 0.90~8.20 0.55~4.85 40.0~120 17.0~45.0 

CSQA2915LP 28.0x27.9x15.5 1.90~17.0 0.55~4.85 19.0~60.0 17.0~45.0 

CSQA2915SP 28.0x27.9x15.5 1.30~12.0 0.55~4.85 32.0~94.0 17.0~45.0 

CSQA2918HP 28.0x27.0x18.5 3.00~12.0 1.40~5.20 39.0~80.0 21.5~41.0 

CSQA2918LP 28.0x27.0x18.5 6.80~27.0 1.40~5.20 21.0~45.0 21.5~41.0 

CSQA2918SP 28.0x27.0x18.5 4.70~20.0 1.40~5.20 30.0~65.0 21.5~41.0 

CSQA3218HP 32.0x34.5x18.8 1.50~11.0 0.50~3.60 45.0~130 28.5~75.0 

CSQA3218LP 32.0x34.5x18.8 3.60~27.0 0.50~3.60 26.0~70.0 28.5~75.0 

CSQA3218SP 32.0x34.5x18.8 2.20~18.0 0.50~3.60 36.0~100 28.5~75.0 
※1. Inductance measure condition at 100KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(CSCF2918T), △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CPCF2919 27.5x19.0x21.5 4.70~47.0 2.76~4.80 9.00~60.0 22.0~26.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

24 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20/30%(Typ.) △T 50℃(Typ.) 

CPCF2012A 21.8x18.0x12.0 0.47~33.0 0.40~6.80 7.00~75.0 14.0~45.0 

CPCF2014A 21.8x18.0x14.5 0.70~47.0 0.66~10.0 8.50~75.0 11.5~32.0 

CPCF2016A 21.8x18.0x16.5 4.70~47.0 2.80~10.0 7.50~42.0 12.0~22.5 

CPCF2915HA 27.9x23.0x15.4 2.20~33.0 1.45 5.90~>100 32.0 

CPCF2915LA 27.9x23.0x15.4 1.50~33.0 1.20 3.30~>100 34.0 

CPCF2918HA 28.0x23.0x18.5 3.30~33.0 2.15 10.5~94.0 30.0 

CPCF3218A 32.0x30.7x18.5 3.30~10.0 1.00~2.30 45.0~80.0 40.0~55.0 

CPCF3222A 32.0x30.7x22.5 3.30~56.0 0.95~3.95 13.5~100 27.5~60.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CPCF2016A/3218A/3222A); 30%(CPCF2012A/2014A/2915HA/2915LA/2918HA) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPQX2915H 28.0x23.0x15.5 0.82~7.50 0.55~4.85 80.0~240 17.0~45.0 

CPQX2915L 28.0x23.0x15.5 1.80~17.0 0.55~4.85 30.0~90.0 17.0~45.0 

CPQX2915S 28.0x23.0x15.5 1.20~11.0 0.55~4.85 50.0~145 17.0~45.0 

CPQX2918H 28.0x23.0x18.5 2.70~12.0 1.40~5.20 85.0~170 21.5~41.0 

CPQX2918L 28.0x23.0x18.5 6.50~27.0 1.40~5.20 27.0~55.0 21.5~41.0 

CPQX2918S 28.0x23.0x18.5 4.70~18.0 1.40~5.20 43.0~85.0 21.5~41.0 

CPQX3218H 32.0x30.7x18.8 2.20~11.0 0.65~3.60 100~220 28.5~67.0 

CPQX3218L 32.0x30.7x18.8 5.10~27.0 0.65~3.60 33.0~75.0 28.5~67.0 

CPQX3218S 32.0x30.7x18.8 3.30~18.0 0.65~3.60 52.0~118 28.5~67.0 

CPQA2915HP 28.0x23.0x15.5 0.90~8.20 0.55~4.85 40.0~120 17.0~45.0 

CPQA2915LP 28.0x23.0x15.5 1.90~17.0 0.55~4.85 19.0~60.0 17.0~45.0 

CPQA2915SP 28.0x23.0x15.5 1.30~12.0 0.55~4.85 32.0~94.0 17.0~45.0 

CPQA2918HP 28.0x27.0x18.5 3.00~12.0 1.40~5.20 39.0~80.0 21.5~41.0 

CPQA2918LP 28.0x27.0x18.5 6.80~27.0 1.40~5.20 21.0~45.0 21.5~41.0 

CPQA2918SP 28.0x27.0x18.5 4.70~20.0 1.40~5.20 30.0~65.0 21.5~41.0 

CPQA3218HP 32.0x30.7x18.8 1.50~11.0 0.50~3.60 45.0~130 28.5~75.0 

CPQA3218LP 32.0x30.7x18.8 3.60~27.0 0.50~3.60 26.0~70.0 28.5~75.0 

CPQA3218SP 32.0x30.7.x18.8 2.20~18.0 0.50~3.60 36.0~100 28.5~75.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CPCF2017 20.5x17.5x20.0 1.20~10.0 0.77~4.67 24.5~75.0 22.0~63.0 

CPCF2022 20.5x22.2x20.0 0.68~8.20 0.60~3.72 28.3~96.0 25.0~74.0 

CPCF2622 26.5x22.5x24.0 1.50~12.0 0.36~2.90 37.3~100.3 25.2~71.2 

CPCF2626 26.5x26.5x24.0 3.30~18.0 0.75~3.88 29.5~67.0 23.0~51.0 

CPCF3222 32.2x22.5x30.0 3.30~25.0 0.88~4.60 29.0~89.2 20.7~49.5 

CPCF3230 32.0x30.7x30.0 2.20~18.0 0.39~2.93 37.0~110 33.0~84.0 

CPCF3535 36.0x35.7x34.2 6.80~47.0 1.36~5.80 25.7~71.0 30.0~54.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CPCF2920AS 29.0x24.0x21.5 22.0~220 4.90~36.45 5.20~16.0 8.15~24.05 

CPCF2920LS 29.0x24.0x21.5 33.0~150 15.3~38.85 6.90~13.51 7.90~13.25 

CPCF3517A 36.0x35.0x17.0 1.50~3.30 0.31~0.52 76.0~113 52.0~65.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

CPCF3517A 
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CPEX 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPEX2017L 20.5x17.5x20.5 3.30~22.0 0.77~4.67 24.0~70.0 20.50~52.5 

CPEX2017S 20.5x17.5x20.5 2.20~14.0 0.79~4.80 41.0~104 20.50~52.5 

CPEX2020A 20.5x20.5x17.5 10.0~22.0 2.20~4.50 21.0~35.0 23.0~30.0 

CPEX2022L 20.5x22.2x21.0 2.70~22.0 0.60~3.72 27.0~82.0 24.0~60.0 

CPEX2022S 20.5x22.2x21.0 1.80~16.0 0.60~4.95 36.0~114 22.0~60.0 

CPEX2618LP 26.5x18.0x22.4 0.68~12.0 0.17~1.95 61.0~248 38.0~107 

CPEX2618SP 26.5x18.0x22.4 0.47~7.50 0.17~1.95 118~422 38.0~107 

CPEX2622H 26.5x22.2x25.0 1.0~9.50 0.36~2.90 95.0~280 28.0~79.0 

CPEX2622L 26.5x22.2x25.0 2.20~22.0 0.36~2.90 37.0~120 28.0~79.0 

CPEX2622LV 26.5x22.2x25.0 2.20~22.0 0.36~2.90 37.0~120 28.0~79.0 

CPEX2622S 26.5x22.2x25.0 1.50~15.0 0.36~2.90 50.0~150 28.0~79.0 

CPEX2626H 26.5x26.0x25.0 2.0~15.0 0.53~3.88 75.0~225 25.0~60.0 

CPEX2626S 26.5x26.0x25.0 3.30~22.0 0.53~3.88 43.0~120 25.0~60.0 

CPEX2626L 26.5x26.0x25.0 4.10~35.0 0.53~3.88 30.0~92.0 25.0~60.0 

CPEX2626LV 26.5x26.0x25.0 4.10~35.0 0.53~3.88 30.0~92.0 25.0~60.0 

CPEX2722 27.3x21.5x22.3 10.0~27.0 3.60 30.0~95.0 26.5 

CPEX3222H 32.2x22.2x30.0 2.60~20.0 0.60~4.60 85.0~240 23.0~65.0 

CPEX3222L 32.2x22.2x30.0 6.20~47.0 0.60~4.60 30.0~88.0 23.0~65.0 

CPEX3222LV 32.2x22.2x30.0 6.20~47.0 0.60~4.60 30.0~88.0 23.0~65.0 

CPEX3222S 32.2x22.2x30.0 4.30~30.0 0.60~4.60 43.0~115 23.0~65.0 

CPEX3231A 32.8x32.0x28.5 10.0~33.0 0.88~2.40 30.0~86.0 34.0~53.0 

CPEX3231H 32.2x31.5x30.5 2.0~20.0 0.42~3.11 96.0~290 30.0~84.0 

CPEX3231L 32.2x31.5x30.5 4.70~45.0 0.39~3.11 34.0~115 30.0~84.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPEX3231LV 32.2x31.5x30.5 4.70~45.0 0.39~3.11 34.0~115 30.0~84.0 

CPEX3231S 32.2x31.5x30.5 3.20~30.0 0.42~3.11 49.0~148 30.0~84.0 

CPEX3635L 36.0x35.7x34.2 4.70~110 0.30~6.18 24.0~126 30.0~120 

CPEX3635LV 36.0x35.7x34.2 4.70~110 0.30~6.18 24.0~126 30.0~120 

CPEX3635S 36.0x35.7x34.2 3.30~75.0 0.30~6.18 38.0~175 30.0~120 

CPEX4141L 41.5x41.0x39.0 27.0~100 1.31~4.85 31.0~60.0 35.0~70.0 

CPEX4141S 41.5x41.0x39.0 19.0~68.0 1.31~4.85 45.0~85.0 35.0~70.0 

CPEX5051DL 50.0x51.0x46.0 13.0~92.0 1.02~6.96 47.0~111 51.0~114 

CPEX5051DS 50.0x51.0x46.0 9.50~62.0 1.02~6.96 65.0~165 51.0~114 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPEA2017L 20.5x17.5x20.5 3.30~22.0 0.77~4.67 13.5~34.0 20.5~52.5 

CPEA2022L 20.5x22.2x21.0 2.70~20.0 0.60~3.72 15.5~41.0 24.0~60.0 

CPEA2622L 26.5x22.2x25.0 2.20~22.0 0.36~2.90 19.0~73.0 28.0~79.0 

CPEA2626L 26.5x26.0x25.0 4.70~33.0 0.53~3.88 17.0~45.0 25.0~60.0 

CPEA3222L 32.2x22.2x30.0 6.20~47.0 0.60~4.60 18.5~52.0 23.0~65.0 

CPEA3231L 32.2x31.5x30.5 4.70~45.0 0.42~3.11 17.5~55.0 30.0~84.0 

CPEA3635L 36.5x35.7x34.2 4.70~110 0.30~6.18 13.0~65.0 30.0~120 

CPEA4141L 41.5x41.0x39.0 28.00~100 1.31~4.85 17.0~32.0 35.0~70.0 

CPEA5051DL 50.0x51.0x46.0 13.0~92.0 1.02~6.96 24.00~62.0 51.0~114 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPRX1912H 19.0x12.5x17.5 1.20~10.0 0.95~6.89 48.0~130 17.0~45.0 

CPRX1912L 19.0x12.5x17.5 3.30~22.0 0.95~6.89 16.5~45.0 17.0~45.0 

CPRX1912S 19.0x12.5x17.5 2.0~15.0 0.95~6.89 25.0~65.0 17.0~45.0 

CPRX2315HA 23.5x15.0x21.0 0.75~27.0 0.36~14.35 30.0~180 10.0~75.0 

CPRX2315LA 23.5x15.0x21.0 1.80~62.0 0.36~14.35 13.0~80.0 10.0~75.0 

CPRX2315SA 23.5x15.0x21.0 1.20~42.0 0.36~14.35 20.0~120 10.0~75.0 

CPRX2520H 25.0x20.8x21.75 0.60~4.70 0.21~1.85 118~350 44.0~80.0 

CPRX2520L 25.0x20.8x21.75 1.20~10.0 0.21~1.85 45.0~150 44.0~80.0 

CPRX2520S 25.0x20.8x21.75 0.90~7.50 0.21~1.85 60.0~180 44.0~80.0 

CPRX3018HA 30.0x18.5x27.5 1.0~6.20 0.35~2.00 140~350 38.0~92.0 

CPRX3018LA 30.0x18.5x27.5 2.20~14.0 0.35~2.00 42.0~110 38.0~92.0 

CPRX3018SA 30.0x18.5x27.5 1.50~9.10 0.35~2.00 70.0~170 38.0~92.0 

CPRX3231L 32.0x32.0x30.0 6.20~30.0 0.55~2.45 47.0~100 30.0~68.0 

CPRX4233HA 42.0x33.0x38.0 6.80~62.0 0.88~7.85 60.0~180 25.0~75.0 

CPRX4233LA 42.0x33.0x38.0 15.0~150 0.88~7.85 22.0~65.0 25.0~75.0 

CPRX4233SA 42.0x33.0x38.0 10.0~100 0.88~7.85 32.0~100 25.0~75.0 

CPRA2315HPA 23.0x15.0x21.0 0.75~27.0 0.36~14.35 18.0~110 10.0~75.0 

CPRA2315LPA 23.0x15.0x21.0 1.80~62.0 0.36~14.35 65.0~11.0 10.0~75.0 

CPRA2315SPA 23.0x15.0x21.0 1.20~42.0 0.36~14.35 15.0~85.0 10.0~75.0 

CPRA3231L 32.0x32.0x30.0 6.20~30.0 0.55~2.45 23.0~50.0 30.0~68.0 

CPRA4233HPA 42.0x33.0x38.0 6.80~62.0 0.88~7.85 32.0~95.0 25.0~75.0 

CPRA4233LPA 42.0x33.0x38.0 15.0~150 0.88~7.85 18.0~55.0 25.0~75.0 

CPRA4233SPA 42.0x33.0x38.0 11.0~100 0.88~7.85 25.0~75.0 25.0~75.0 
※1. Inductance measure condition at 100KHz, 0.1V(CPRX1912H/L/S, 2315LA/HA/SA, 3018HA/LA/SA/4233HP/LA/SA, 3231L/CPRA2315HPA/LAP/SPA/3231L/4233HPA/LPA/SPA); 100KHz, 0.25V(CPRX2520L/H/S). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPDX1310A 13.0x10.0x14.5 4.70~22.0 6.00~28.4 18.0~36.0 6.40~14.2 

CPDX1515A 15.5x15.3x15.5 4.70~22.0 3.35~15.9 18.5~44.3 10.4~21.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPAG2222 22.0x22.0x22.0 1.90~10.0 0.62~2.08 42.0~113 32.0~57.0 

CPAS2222 22.0x22.0x22.0 1.90~10.0 0.62~2.08 31.0~76.0 32.0~57.0 

CPCE2624A 30.0x26.4x22.5 13.0~33.0 1.90~4.20 24.0~35.0 20.0~26.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CPCE3315A 33.0x33.0x15.0 2.20~10.0 0.85~1.20 36.0~135 40.0~50.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 10/30%(Typ.) △T 40℃(Typ.) 

CPG2717 26.9x16.5x22.3 3.30~33.0 1.80 7.00~85.0 33.7 

CPU2916 26.9x16.9x24.0 3.30~33.0 2.30 9.20~104 26.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10%(CPG2717); 30%(CPU2916) of its initial value.  
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CPFL3020 32.0x26.7x20.5 10.0~56.0 7.70~35.8 16.0~39.0 10.0~19.0 

CPER3231 32.8x31.0x29.5 68.0~100 7.70~9.02 23.0~27.0 25.0~28.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%/30%(Typ.) △T 50℃(Typ.) 

CPQ4228 42.0x35.8x28.0 6.80~470 2.80~10.5 3.60~75.0 17.5~34.0 

CPFS6560 83.0x61.0x64.0 300 9.66 27.0 25.0 
※1. Inductance measure condition at 100KHz, 0.1V(CPQ4228); 1.0KHz, 1.0V(CPFS6560). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CPQ4228); 30%(CPFS6560) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(CPQ4228), △T50℃(CPFS6560)(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 50℃(Typ.) 

CSEX2014L 22.5x22.5x14.5 1.00~24.0 0.66~10.0 20.0~110 13.5~58.9 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

33 

CSEX2014L 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 50℃(Typ.) 

CSCFA2016 21.8x22.5x16.5 1.80~31.0 0.94~14.4 18.0~72.0 10.0~48.0 

CSCFA2915 28.0x27.9x15.5 1.50~14.0 0.55~4.85 33.0~103 17.0~45.0 

CSCFA3218 34.5x32.0x18.8 2.00~15.0 0.50~3.60 45.0~110 27.0~70.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CPCFA2016 21.8x18.0x16.5 1.80~31.0 0.94~14.4 18.0~72.0 10.0~48.0 

CPCFA2022 20.5x22.2x20.0 1.50~10.0 0.60~3.72 35.0~95.0 24.0~60.0 

CPCFA2626 26.5x26.5x24.0 3.90~22.0 0.75~3.88 35.0~85.0 23.0~51.0 

CPCFA2915A 28.0x23.0x15.5 1.50~14.0 0.55~4.85 33.0~103 17.0~45.0 

CPCFA3218A 32.0x30.7x18.8 2.0~15.0 0.50~3.60 45.0~110 27.0~70.0 

CPCFA3230 32.0x30.7x30.0 2.70~33.0 0.39~4.70 39.0~135 26.60~84.0 

CPCFA3535 36.0x(35.7~36.9)x34.2 3.30~63.0 0.30~5.80 29.0~130 30.0~105 

CPCFA4041CA 40.5x41.0x38.5 7.50~42.0 0.85~4.85 52.0~123.0 35.0~90.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

CSD0910B 10.0x9.00x10.0 3.30~22.0 9.60~43.0 3.20~10.5 2.50~6.00 

CSD1013A 13.0x10.5x10.7 10.0~22.0 12.2~30.0 4.30~7.10 3.00~4.20 

CSD1013B 13.0x10.5x10.5 3.30~22.0 9.00~32.0 4.30~16.0 3.00~5.10 

CSD1013H 13.0x10.5x10.5 10.0 21.0 8.50 3.70 
※1. Inductance measure condition 1.0KHz, 1.0V; 100KHz, 1.0V(CSD0910B-3R3M~8R2M/CSD1013A/CSD1013B-3R3M~8R2M). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CSD0910A); 25%(CSD0910B/1013A/1013B/1013H) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSD0910B 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

CSD1315B 13.5x15.0x16.0 4.70~15.0 4.30~9.15 7.50~16.3 8.00~11.0 

CPE1219 12.3x11.5x19.0 10.0~20.0 27.6~45.4 5.00~8.00 2.40~3.50 

CPE1623 16.5x15.0x23.0 10.0~20.0 9.00~22.7 10.0~15.0 3.80~6.40 
※1. Inductance measure condition 100KHz, 0.1V(CPE1623); 100KHz, 1.0V(CSD1315B/CPE1219). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CPE1219); 25%(CSD1315B/CPE1623) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CPD1326B 26.0x13.0x15.0 5.60~22.0 4.50~9.00 4.20~13.0 9.50~12.0 
※1. Inductance measure condition 1.0KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20 of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSD1315B 

CPE1219 

CPE1623 

CPD1326B 

Inductor for Digital Amplifier 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

CPD1370 13.0x6.50x15.0 4.70~22.0 4.90~17.9 7.00~17.0 5.20~11.6 

CPD1415B 15.5x14.0x16.0 4.70~22.0 6.20~14.3 6.90~17.5 6.80~13.0 

CPD1480 14.0x7.60x16.0 4.70~22.0 4.60~10.0 6.20~21.0 8.00~10.5 

CPD1480A 14.0x7.60x16.0 10.0 4.70 9.50 10.5 

CPD1480N 14.0x7.60x16.0 10.0~22.0 4.20~8.20 5.20~7.00 8.70~11.0 

CPD1495 14.0x9.50x16.0 4.70~22.0 4.30~13.7 9.20~22.0 7.00~14.0 

CPD1495A 14.0x9.50x16.0 15.0~33.0 5.50~13.7 6.20~8.30 7.00~11.0 

CPD1495D 14.0x9.50x16.0 10.0 6.80 15.0 10.0 

CPD1495J 14.0x9.50x16.0 10.0 13.5 18.0 7.00 
※1. Inductance measure condition at 1.0KHz, 1.0V(CPD1370/CPD1415B); 1.0KHz, 0.25V(CPD1480/1480A/1480N/1495/1495A/1495D/1495J). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CPD1370); 25%(CPD1415B/1480/1480A/1480N/1495/1495A/1495D/1495J) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CPD1370 

CPD1415B 

CPD1480/1495 

Inductor for Digital Amplifier 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

CPD1521C 21.5x15.0x15.7 8.20~22.0 6.30~13.5 10.0~16.0 8.00~12.0 

CPD1715 17.5x15.0x19.3 10.0~56.0 12.0 6.00~26.0 8.20 

CPD1715F 17.5x15.0x19.3 7.00~33.0 6.00~7.30 9.40~33.7 17.0~19.0 

CPD1717BA 17.0x17.5x19.3 10.0~22.0 10.5~15.85 11.9~20.0 9.00~14.0 

CPD2315 23.0x14.5x23.0 10.0~47.0 6.50~7.20 11.0~39.0 13.0~14.0 

CPD2315S 23.0x14.5x23.0 10.0~33.0 12.6~16.5 16.0~38.0 8.60~9.40 

CPD2320 23.0x20.0x23.0 10.0~33.0 7.80 13.6~43.0 14.0 

CPD2320S 23.0x20.0x23.0 10.0~27.0 11.0~27.8 30.0~40.0 6.40~10.0 

CPD3119 31.0x19.0x33.0 5.00~33.0 2.20~5.40 21.5~70.0 15.5~28.0 
※1. Inductance measure condition at 100KHz, 1.0V(CPD1521C/2315/2315S/2320/2320S/3119); 1.0KHz, 1.0V(CPD1715/1715F/1717BA). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CPD1717BA); 25%(CPD1521C/1715/1715F/2315/2315S/2320/2320S/3119) of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CPD1521C 

CPD1717BA 

CPD17/23/31 

CPD2315/S 

Inductor for Digital Amplifier 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±15~20% Typ. Drop 20~25%(Typ.) △T 40℃(Typ.) 

CPD1915FA 19.2x15.2x20.5 3.30~56.0 0.80~18.8 10.0~35.0 9.00~40.0 

CPD2315FA 23.0x14.5x23.5 10.0~22.0 5.05 23.5~45.5 14.0 

CPD2320FA 23.0x20.0x23.5 10.0~22.0 3.30 21.0~42.0 31.0 

CPD3119FA 31.0x19.0x33.0 10.0~22.0 3.00 35.0~67.0 30.0 

CPD3119SA 31.0x19.0x33.0 10.0~33.0 6.50~10.4 24.5~57.0 13.5~17.7 

CPD3122SA 31.0x22.5x33.0 8.20 4.25 72.0 25.0 
※1. Inductance measure condition at 100KHz, 1.0V，100KHz, 0.1V(CPD1915FA). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20%(CPD1915FA) and 25% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSAD0660 7.80x7.80x7.30 3.30~22.0 17.9~112 4.30~12.0 2.40~7.80 

CSAD0880 9.60x9.50x9.20 1.50~33.0 6.90~143 4.20~25.0 2.80~13.0 

CSAD1010 11.0x9.60x10.6 3.30~47.0 10.2~128 4.50~16.0 3.20~11.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CPD-FA 

CPD-SA 

CSAD 

Inductor for Digital Amplifier 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSAB0420 4.40x4.20x1.80 0.10~10.0 3.25~238 2.20~28.0 1.80~15.60 

CSAB0518 5.40x5.20x1.60 0.47~6.80 7.80~107 3.40~15.5 2.80~10.2 

CSAB0530 5.40x5.20x2.80 0.22~22.0 3.30~190 2.30~19.0 2.0~16.30 

CSAB0718 7.25x6.60x1.60 0.10~6.80 2.10~101 3.50~33.0 2.90~20.5 

CSAB0724 7.25x6.60x2.20 0.22~10.0 2.50~125 4.00~34.0 2.95~21.0 

CSAB0730 7.25x6.60x2.80 0.10~33.0 0.66~209 2.50~60.0 2.20~30.0 

CSAB0740 7.25x6.60x3.80 0.13~47.0 0.60~256 2.50~50.0 2.10~35.0 

CSAB0750 7.25x6.60x4.80 0.22~56.0 2.05~251 2.30~40.0 2.15~30.0 

CSAB1030A 11.5x10.0x2.80 0.15~22.0 0.70~89.0 5.00~45.0 3.50~35.0 

CSAB1040A 11.5x10.0x3.80 0.15~82.0 0.39~254 3.00~70.0 2.20~40.0 

CSAB1045A 11.5x10.0x4.30 0.82~33.0 2.40~73.4 5.50~30.0 4.10~22.5 

CSAB1050A 11.5x10.0x4.80 0.82~68.0 2.00~134 4.00~31.0 3.20~23.0 

CSAB1235A 13.8x12.6x3.30 0.47~4.70 1.60~17.1 16.0~45.0 9.0~30.0 

CSAB1250A 13.8x12.6x4.80 0.15~47.0 0.50~96.8 5.00~75.0 3.60~50.0 

CSAB1260A 13.8x12.6x5.80 0.68~120 1.00~180 3.20~40.0 2.90~40.0 

CSAB1265A 13.8x12.6x6.30 0.47~68.0 1.00~125 4.50~57.0 3.50~40.0 

CSAB1770 17.8x17.0x7.00 0.68~150 1.60~128 4.50~57.0 2.50~35.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSAB 

Molding Power Choke 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSHB0410 4.40x4.20x0.80 3.30~10.0 110~265 1.90~3.0 1.65~2.80 

CSHB0412 4.40x4.20x1.00 0.68~10.0 19.6~250 1.75~8.0 1.75~7.50 

CSHB0412R 4.40x4.20x1.00 0.10~0.56 4.30~17.0 9.0~18.0 8.50~15.0 

CSHB0415 4.40x4.20x1.30 0.68~10.0 15.1~195 2.0~7.0 2.50~7.0 

CSHB0415R 4.40x4.20x1.30 0.47~0.56 11.5~12.6 10.0~11.0 9.0~10.0 

CSHB0421 4.40x4.20x1.90 2.20~10.0 25.1~110 2.50~5.50 2.50~5.50 

CSHB0421R 4.40x4.20x1.90 0.22~22.0 4.00~272 2.0~18.0 2.0~15.0 

CSHB0430R 4.40x4.20x2.80 1.00~22.0 10.5~231 2.0~9.60 2.0~11.5 

CSHB0515 5.80x5.20x1.30 2.20~10.0 36.5~132 3.60~6.50 3.30~6.30 

CSHB0515R 5.80x5.20x1.30 0.33~1.50 6.50~24.2 7.0~14.0 6.80~12.0 

CSHB0520R 5.80x5.20x1.80 0.33~6.80 6.40~93.0 3.50~21.3 3.0~15.0 

CSHB0530R 5.80x5.20x2.80 0.22~22.0 2.80~152 3.0~22.0 2.70~19.0 

CSHB0540R 5.80x5.20x3.80 1.00~22.0 7.15~139 3.30~14.0 3.30~13.5 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

CSAC0420 4.45x4.25x1.85 0.10~10.0 3.50~260 2.20~30.0 1.60~12.0 

CSAC0518 5.45x5.25x1.65 0.10~5.60 3.60~96.0 4.50~35.0 2.70~16.0 

CSAC0530 5.45x5.25x2.85 0.10~22.0 2.80~290 3.00~33.0 1.70~23.0 

CSAC0718 7.25x6.65x1.65 0.10~6.80 2.20~98.4 5.20~38.0 3.0~18.50 

CSAC0724 7.25x6.65x2.25 0.22~10.0 2.80~106 4.50~32.0 3.00~21.0 

CSAC0730 7.25x6.65x2.85 0.10~33.0 0.80~215 3.0~60.0 2.20~35.0 

CSAC0740 7.25x6.65x3.85 0.15~47.0 1.90~284 2.70~55.0 1.60~28.0 

CSAC0750 7.35x6.65x4.85 0.22~56.0 2.50~330 2.50~33.0 1.60~26.0 

CSAC1030 11.0x10.05x2.85 0.15~15.0 0.85~73.5 7.00~52.0 4.00~34.0 

CSAC1040 11.0x10.05x3.85 0.15~68.0 0.60~277 4.50~70.0 2.40~42.0 

CSAC1050 11.0x10.05x4.85 0.82~47.0 2.40~119 6.30~35.0 3.50~22.5 

CSAC1235 13.4x12.65x3.35 0.47~10.0 1.65~36.5 10.5~45.0 7.00~30.0 

CSAC1250 13.4x12.65x4.85 0.22~47.0 0.64~94.5 6.50~80.0 3.50~47.0 

CSAC1265 13.4x12.65x6.35 0.33~68.0 0.82~135 5.50~65.0 3.50~46.0 

CSAC1770 17.8x17.05x7.00 0.68~100 1.30~101 7.00~72.0 5.30~38.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSAC 

Molding Power Choke 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSHB201610 2.00x1.60x1.00 0.47~4.70 29.5~270 1.60~4.90 1.25~4.20 

CSHB252010 2.50x2.00x1.00 1.00~4.70 60.0~250 1.20~2.90 1.10~2.70 

CSHB252012 2.50x2.00x1.20 0.47~6.80 29.0~310 1.30~4.10 1.00~3.80 

CSTB160808 1.60x0.80x0.80 0.24~1.00 27.0~105 3.00~5.40 2.00~3.70 

CSTB201610H 2.00x1.60x0.80 0.47~2.20 33.0~120 2.00~3.70 2.00~4.00 

CSTB201612V 2.00x1.60x1.20 0.47 27.0 4.50 3.60 

CSTB252010H 2.50x2.00x1.00 0.33~10.0 22.5~565 1.00~6.50 0.75~4.20 

CSTB252012H 2.50x2.00x1.20 0.33~10.0 18.5~400 1.00~6.90 1.00~5.30 

CSTB252012V 2.50x2.00x1.20 0.47 24.0 6.20 4.40 

CSTB322520V 3.20x2.50x2.00 1.00 18.0 8.20 4.80 
※1. Inductance measure condition at 1.0MHz, 100mV. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSTB/CSHB 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSAG0420 4.40x4.20x1.80 0.33~10.0 8.10~180 2.00~13.0 1.80~9.90 

CSAG0518 5.40x5.20x1.60 0.56~10.0 8.00~186 2.70~12.0 1.80~10.0 

CSAG0530 5.40x5.20x2.80 0.22~22.0 3.30~190 2.30~19.5 2.00~16.3 

CSAG0718 7.25x6.60x1.60 0.15~6.80 4.00~86.0 3.50~29.0 2.90~15.0 

CSAG0724 7.25x6.60x2.20 1.00~10.0 12.0~115 4.50~16.0 2.95~9.50 

CSAG0730 7.25x6.60x2.80 0.22~33.0 2.30~210 2.50~34.0 2.20~21.5 

CSAG0740 7.25x6.60x3.80 0.22~47.0 2.00~256 2.50~35.0 2.10~28.0 

CSAG0750 7.25x6.60x4.80 0.22~56.0 2.00~220 2.50~40.0 2.15~30.0 

CSAG1030 11.5x10.0x2.80 0.36~22.0 1.50~96.0 6.00~38.0 3.50~25.0 

CSAG1040 11.5x10.0x3.80 0.15~82.0 0.45~254 3.00~80.0 2.20~40.0 

CSAG1050 11.5x10.0x4.80 0.82~68.0 2.00~140 4.00~32.0 3.00~23.0 

CSAG1235 13.8x12.6x3.30 0.47~4.70 1.65~17.0 16.0~47.0 9.00~30.0 

CSAG1250 13.8x12.6x4.80 0.47~47.0 1.00~96.0 5.50~51.0 3.60~35.0 

CSAG1260 13.8x12.6x5.80 0.68~120 1.15~180 3.20~42.0 2.90~40.0 

CSAG1265 13.8x12.6x6.30 1.00~68.0 1.70~105 4.50~42.0 3.50~31.0 

CSAG1770 17.8x17.0x7.00 0.68~68.0 1.10~51.0 6.50~62.0 6.20~36.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSEB0420H 4.30x4.30x2.00 0.047~2.20 1.25~21.0 6.30~55.0 7.90~38.0 

CSEB0430H 4.30x4.30x3.00 0.33~4.70 3.30~31.0 5.80~20.0 6.00~19.4 

CSEB0440H 4.30x4.30x4.10 3.30~6.80 21.0~45.0 4.90~8.30 5.50~7.30 

CSEB0520H 5.55x5.35x2.00 0.16~1.20 2.90~13.5 11.6~41.5 10.7~24.7 

CSEB0530H 5.55x5.35x3.00 0.16~4.70 2.30~24.0 7.50~43.9 7.80~24.8 

CSEB0550H 5.55x5.35x5.10 3.30~22.0 14.1~78.0 4.00~12.6 4.20~10.3 

CSEB0630H 6.65x6.45x3.00 0.18~5.60 1.50~26.5 8.30~48.0 7.30~35.5 

CSEB0660H 6.65x6.45x6.10 1.20~33.0 4.60~75.0 4.20~23.5 4.30~19.2 

CSEB0730H 7.90x7.60x3.00 1.00~4.70 4.30~20.6 11.0~25.0 10.2~23.7 

CSEB0770H 7.90x7.60x7.10 3.30~10.0 7.30~20.0 12.6~18.6 10.2~18.2 

CSEB0630 6.65x6.45x3.00 0.18~4.70 1.32~31.0 10.5~50.6 6.50~35.7 

CSEB0660 6.65x6.45x5.80 1.00~15.0 3.20~42.0 7.40~25.0 5.50~23.2 

CSEB0730 7.90x7.60x3.00 0.16~6.80 1.15~32.0 10.0~66.0 6.80~32.5 

CSEB0770 7.90x7.60x6.80 0.80~6.80 2.10~17.0 14.0~41.5 9.20~25.8 

CSEB0850 8.80x8.30x4.80 1.00~22.0 3.30~54.8 7.70~45.0 7.00~29.5 

CSEB0880 8.80x8.30x7.80 0.68~22.0 1.56~30.0 8.20~52.2 7.00~38.0 

CSEB1030 11.6x10.5x3.00 0.16~2.20 1.10~9.90 27.5~97.0 15.0~42.0 

CSEB1060 11.6x10.5x5.70 0.18~4.70 0.50~8.90 27.5~130 14.0~46.0 

CSEB1090 11.6x10.5x8.80 1.00~33.0 1.38~36.2 11.7~55.3 9.00~48.2 

CSEB1350 14.5x13.5x4.80 0.63~3.00 1.34~5.20 41.0~82.0 21.0~37.0 

CSEB1508 16.4x15.4x8.00 1.00~6.10 0.88~5.10 34.0~80.5 22.6~57.5 

CSEB1510 16.4x15.4x11.0 1.00~33.0 0.92~18.0 18.2~88.0 12.0~58.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSEC0630 6.65x6.45x3.00 0.15~4.50 1.58~29.5 13.0~46.0 7.50~25.0 

CSEC0660 6.65x6.45x5.80 0.33~12.0 1.89~38.1 8.80~43.0 6.00~29.0 

CSEC0850 8.80x8.30x4.80 1.00~15.0 3.32~54.6 11.0~42.0 5.70~19.0 

CSEC0880 8.80x8.30x7.80 1.00~15.0 2.09~35.3 11.5~42.0 8.00~23.0 

CSEC1090 11.6x10.5x8.80 1.50~12.0 2.24~16.0 20.5~49.0 12.0~28.0 

CSEC1510 16.4x15.4x10.0 3.30~22.0 3.23~14.4 20.0~53.0 15.0~28.0 

CSEC1712 18.2x17.2x12.0 1.00~33.0 0.95~18.0 24.0~120 16.0~55.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSHN070660 7.00x5.90x5.80 0.06~0.08 0.19 95.0~130 90.0 

CSHN100760 9.80x7.00x5.80 0.06~0.08 0.19 95.0~130 90.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSEC 

CSHN070660 

CSHN100760 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

CSEG0420H 4.20x4.20x2.35 0.33~3.30 3.00~25.3 5.50~17.0 7.50~23.5 

CSEG0430H 4.20x4.20x3.35 0.30~5.60 2.90~31.5 4.80~18.7 5.90~24.0 

CSEG0440H 4.20x4.20x4.20 1.00~10.0 5.90~49.8 4.10~10.3 5.10~14.8 

CSEG0520H 5.55x5.35x2.35 0.68~4.70 4.30~28.5 6.20~15.3 9.10~18.6 

CSEG0530H 5.55x5.35x3.00 0.47~10.0 2.90~37.5 5.20~22.5 6.50~23.0 

CSEG0550H 5.55x5.35x5.20 1.80~22.0 6.50~67.1 4.30~12.0 4.60~16.0 

CSEG0630 6.71x6.51x3.60 0.18~6.80 1.05~27.3 8.50~46.0 9.00~35.7 

CSEG0660 6.71x6.51x6.60 0.22~15.0 1.10~32.5 6.50~40.0 7.80~49.0 

CSEG1060 11.6x10.5x6.00 1.00~10.0 1.61~16.4 19.0~53.0 13.0~41.0 

CSEG1010 11.6x10.5x10.0 2.20~33.0 2.36~30.0 11.0~46.0 9.00~34.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

47 

CSEG-H/CSEG 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

KTSB252012 2.50x2.00x1.20 0.10~3.30 4.00~80.0 3.00~12.0 2.80~12.0 

KTSB322512 3.20x2.50x1.20 0.22~4.70 6.60~115 2.90~11.5 2.30~9.20 
※1. Inductance measure condition at 1.0MHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSEG-H/CSEG KSTB 

Molded Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10%~20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SP43 4.50x4.00x3.20 1.00~1,000 11.2~8,500 0.16~5.13 0.18~5.40 

SP52 5.80x5.20x2.10 1.20~270 15.0~2,370 0.44~5.50 0.40~4.90 

SP53 5.80x5.20x3.50 1.20~1,000 11.0~5,660 0.24~5.51 0.26~5.83 

SP54 5.80x5.20x4.50 1.00~1,000 8.50~4,370 0.26~7.53 0.29~7.46 

SP54H 5.80x5.20x4.50 2.20~1000 17.17~5,217 0.34~6.80 0.27~5.00 

SP73 7.80x7.00x3.50 1.00~1,000 6.68~3,555 0.32~9.20 0.34~7.94 

SP75 7.80x7.00x5.00 1.00~1,000 5.50~2,489 0.38~12.3 0.38~9.55 

SP104 10.0x9.00x4.00 4.70~1,000 14.3~2,428 0.51~7.00 0.45~5.75 

SP105 10.0x9.00x5.40 1.20~4,700 4.90~8,300 0.24~12.0 0.24~9.68 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20%~30% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPBL0703 7.10x7.10x3.50 1.00~1,000 13.5~4,600 0.17~5.50 0.26~4.88 

SPBL0705 7.10x7.10x4.80 2.20~1,000 21.3~3,950 0.31~6.50 0.29~4.00 

SPBL1045 10.1x10.0x4.60 1.20~1,000 10.9~2,350 0.35~10.0 0.43~6.35 

SPBL1270 12.8x12.7x6.70 10.0~1,000 24.5~1,700 0.70~7.20 0.55~4.61 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

SP 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20%~30% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPDR8D28 9.30x8.00x3.00 1.00~100 9.00~524 0.90~9.00 0.74~5.64 

SPDR8D43 9.50x8.00x4.50 1.00~1,000 7.10~4,000 0.38~11.0 0.29~7.00 

SPM0520 5.80x5.40x2.00 1.00~100 22.0~1,285 0.32~2.80 0.39~3.01 

SPM0530 5.80x5.40x3.00 1.00~470 13.4~3,600 0.29~5.30 0.25~4.07 

SPM0620 6.50x5.60x2.20 1.20~100 15.8~730 0.50~4.10 0.65~4.42 

SPM0635 6.50x5.60x3.40 1.20~470 8.80~2,150 0.25~5.00 0.38~5.96 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20%~30% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPQ103 10.4x10.2x2.80 1.20~1,000 7.61~2,856 0.31~6.30 0.37~7.20 

SPQ104 10.4x10.2x3.80 1.20~1,000 8.30~2,870 0.45~13.0 0.40~7.31 

SPQ105 10.4x10.2x4.80 1.20~1,000 7.10~1,720 0.45~13.0 0.52~8.00 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

SPDR 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20%~30% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPD4D18 4.70x4.70x1.80 1.20~220 24.7~2,640 0.24~2.70 0.27~2.83 

SPD4D28 4.70x4.70x2.80 1.00~330 16.0~2,520 0.23~3.50 0.29~3.61 

SPD5D18 5.70x5.70x1.80 1.00~330 18.8~3,300 0.20~2.70 0.25~3.26 

SPD5D28 5.70x5.70x2.80 1.20~470 15.3~2,400 0.18~3.40 0.31~3.84 

SPD6D28 6.80x6.80x2.80 1.00~470 12.3~2,335 0.26~4.40 0.35~4.86 

SPD6D38 6.80x6.80x3.80 1.00~1,000 11.0~3,580 0.24~5.50 0.30~5.33 

※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPF1608 6.60x4.20x2.70 1.00~1,000 20.7~11,070 0.12~4.00 0.15~3.43 

SPF3316 13.0x9.30x5.00 1.00~1,000 6.50~2,500 0.52~15.0 0.40~7.48 

SPF3340 13.0x9.30x11.0 10.0~1,500 21.5~2,350 1.00~10.5 0.43~4.54 

SPF5022 18.5x14.0x6.70 10.0~2,200 18.0~2,830 0.80~11.5 0.43~5.43 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20%~30% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPRH73 7.30x7.30x3.30 1.20~1,000 17.5~4,938 0.28~7.50 0.27~4.69 

SPRH74 7.30x7.30x4.20 1.20~1,000 13.5~3,323 0.27~7.50 0.33~6.00 

SPRH124 12.0x12.0x4.60 1.00~1,000 6.52~2,120 0.62~19.4 0.47~8.62 

SPRH125 12.0x12.0x6.00 1.00~1,000 5.10~1,432 0.70~22.41 0.61~10.35 

SPRH127 12.0x12.0x7.80 1.40~1,000 6.37~1,322 1.01~26.2 0.70~11.0 

SPRH1210 12.0x12.0x10.0 1.00~1,000 5.23~938 1.10~33.0 0.83~10.23 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10%~30% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

SPRHS127 12.0x12.0x7.80 6.80~1,000 20.3~1,315 1.00~12.0 0.71~5.23 

SPRHS1508 15.0x15.0x8.30 10.0~1,000 17.6~1,152 1.40~13.2 0.96~8.55 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

SPRH73/74 

SPRH12 

SPRHS 

SMD Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

Typ. Drop 10%/Drop 30% △T 40℃(Typ.) 

CRHSM0704 7.30x7.30x4.50 1.20~1,000 10.9~3,674 0.42~11.0 0.29~5.40 

CRHSM0705 7.30x7.30x5.50 4.70~2,200 19.0~6,204 0.29~6.30 0.22~4.20 

CRHSM1040 10.1x10.1x4.20 1.40~1,000 7.80~2,470 0.49~13.1 0.41~7.30 

CRHSM1050 10.1x10.1x5.20 1.40~1,000 6.80~1,950 0.66~16.7 0.49~8.30 

CRHSM1060 10.1x10.1x6.20 1.40~1,000 7.10~1,685 0.75~20.1 0.54~8.70 

CRHSM1208 12.2x12.2x8.20 1.10~2,200 4.60~2,408 0.81~36.0 0.52~12.0 

CRHSM1210 12.2x12.2x10.0 4.70~1,000 8.20~870 1.27~18.2 0.89~8.80 

CRHSM1508 15.0x15.0x8.30 10.0~1,000 14.9~719 1.32~13.2 1.02~7.20 

CRHSM1510 15.0x15.0x10.3 10.0~1,000 14.9~602 1.48~14.0 1.14~7.30 

CRHSM1514 15.0x15.0x14.3 10.0~2,200 12.5~899 1.03~15.1 0.97~8.20 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% and 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CRHSM 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

Typ. Drop 10%/Drop 30% △T 40℃(Typ.) 

CSUS0704 7.30x7.30x4.50 0.10~5.60 1.90~29.3 5.70~35.0 3.40~13.5 

CSUS0705 7.30x7.30x5.50 0.11~13.0 1.90~45.2 3.40~37.0 2.95~14.5 

CSUS1050 10.1x10.1x5.20 0.15~10.0 1.70~33.8 5.90~43.0 4.20~18.7 

CSUS1060 10.1x10.1x6.20 0.15~24.0 1.70~45.2 3.60~45.0 3.57~19.3 

CSUS1208 12.2x12.2x8.30 0.24~47.0 1.80~53.4 4.30~55.0 3.55~18.9 

CSUS1210 12.2x12.2x10.3 0.24~100 1.70~100 2.85~60.0 2.70~20.5 

CSUS1508 15.0x15.0x8.30 0.25~33.0 1.10~33.7 6.20~63.0 4.85~25.5 

CSUS1510 15.0x15.0x10.3 0.25~82.0 1.10~58.9 3.90~64.0 3.70~27.5 

CSUS1514 15.0x15.0x14.2 0.25~220 1.10~98.9 2.48~65.0 2.90~28.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% and 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CSUS 
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Series ΦxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

PK0406 5.00x8.50 1.00~1,000 14.5~6,520 0.14~4.30 0.18~4.58 

PK0507 6.00x9.50 10.0~1,000 42.0~3,681 0.22~2.30 0.28~2.96 

PK0608 7.50x10.5 10.0~1,000 28.3~2,404 0.26~2.40 0.38~3.54 

PK0810 9.50x12.5 1.00~10,000 5.50~14,400 0.13~10.5 0.17~9.49 

PK0912 11.5x13.8 10.0~1,000 17.7~1,093 0.48~4.80 0.69~5.60 

PK1016 12.5x18.5 10.0~1,000 21.7~983 1.35~12.9 0.82~5.87 
※1. Inductance measure condition at 1.0KHz, 0.25V  
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series ΦxH 
 (mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10%~20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

PRD0807 7.80x7.00 10.0~1,000 34.0~1,750 0.25~2.45 0.44~3.16 

PRD1010 10.0x10.0 10.0~1,000 25.0~1,000 0.45~4.50 0.69~5.12 

PRS1011 11.0x11.5 1.00~6,800 5.16~12,100 0.28~21.5 0.16~8.00 
※1. Inductance measure condition at 100KHz, 0.1V(PRD);  inductance is smaller than 1mH, can be measured at 100KHz, 0.1V, otherwise, at 10KHz, 0.25V(PRS1011).  
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

PK 

PRD 

PRS 

SMD Power Inductor 
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Series ΦxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

PKS0507T 6.00x9.50 1.00~2,200 6.00~9,370 0.22~9.60 0.16~8.50 

PKS0810T 9.50x11.5 1.00~47,000 8.44~83,990 0.09~18.0 0.07~7.76 

PKS0606 6.50x6.60 1.20~1,000 10.5~3,420 0.30~8.00 0.27~6.30 

PKS0805 8.30x6.00 10.0~4,700 46.0~17,470 0.21~4.59 0.16~3.12 

PKS0807 8.30x7.50 1.20~15,000 6.98~35,400 0.13~15.5 0.11~7.97 

PKS0810 8.30x10.0 1.00~47,000 8.44~83,990 0.09~18.0 0.07~7.76 

PKS0812 8.30x13.5 10. 0~4,700 15.4~5,880 0.24~5.40 0.23~4.70 

PKS1006 10.5x6.50 10.0~1,000 34.8~2,634 0.77~7.70 0.42~3.67 

PKS1008 10.5x8.50 10.0~1,000 24.1~1,780 0.94~9.60 0.53~5.18 

PKS1010 10.5x10.5 10.0~2,200 20.1~2,850 0.68~9.00 0.40~5.40 

PKS1014 10.5x14.5 100~8,200 101~6,976 0.36~3.20 0.30~2.65 

DRH3525T 40.0x28.0 1,000~5,600 235~1,220 3.60~8.00 2.02~3.65 
※1. Inductance measure condition at 1.0KHz, 0.25V(DRH3525T); inductance is smaller than 1mH, can be measured at 100KHz, 0.1V, otherwise, at 10KHz, 0.25V(PKS). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

PKS0507T/0810T 

PKS 

DRH3525T 

SMD Power Inductor 
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PKS 

Series ΦxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

RAR0312 3.00x12.0x(4.30~5.20) 1.00~6.00 3.42~36.0 4.50~10.0 4.20~13.6 

RAR0315 3.00x15.0x(4.30~5.20) 2.20~10.0 7.46~42.9 3.20~6.50 3.90~9.30 

RAR0415 4.00x15.0x(5.80~7.00) 1.20~7.20 2.12~27.6 5.80~16.5 5.30~19.0 

RAR0515 5.00x15.0x(6.80~7.80) 2.00~10.0 4.14~36.6 8.50~18.0 4.90~14.6 

RAR0520 5.00x20.0x(6.80~8.50) 2.20~15.0 2.41~41.5 5.80~15.0 4.70~19.5 

RAR0525 5.00x25.0x(6.80~8.20) 4.70~22.0 4.30~37.8 4.50~11.5 5.00~15.0 

RAR0615 6.00x15.0x(7.20~9.60) 1.00~22.0 1.71~134 7.50~24.0 3.55~31.5 

RAR0620 6.00x20.0x(7.50~9.80) 2.00~15.0 2.20~46.0 8.50~21.0 6.00~27.5 

RAR0625 6.00x25.0x(7.80~10.0) 3.00~22.0 2.18~43.4 8.00~20.0 6.40~28.4 

RAR0630 6.00x30.0x(8.20~10.2) 4.50~22.0 2.70~24.6 7.50~16.5 8.00~24.3 

RAR0830 8.00x30.0x(10.2~12.2) 4.70~22.0 2.72~25.2 9.00~21.0 9.10~27.7 

RAR1025 10.0x25.0x(12.5~13.7) 3.30~15.0 3.30~21.0 28.0~60.0 10.4~25.5 

RAR1030 10.0x30.0x(13.5~14.5) 8.20~22.0 4.95~20.3 19.5~31.0 10.7~21.6 
※1. Inductance measure condition at 1.0KHz, 0.25v. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

※RKR, RCR, RDR, RER, RGR the parameters are the same as RAR. 

RAR 

Rod Inductor 
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Series LxWxH 
(mm) 

Impedance 
(Ω) ※1 

D.C.R.
(mΩ)

Rated Current 
(A) ※2

Rated 
Voltage (V) ※3 

Insulation 
Resistance (MΩ) 

Min. Max. Max. Max. Min. 

CSTP0520A 5.00x4.50x2.35 30.0~1,200 35.0~81.0 1.00~2.00 50.0 10.0 

CSTP0740 7.30x6.00x3.50 40.0~2,500 5.00~75.0 0.90~15.0 80.0 10.0 

CSTP0950 9.20x7.00x4.50 230~2,000 6.00~43.0 2.00~6.00 80.0 10.0 

CSTP1260 12.3x10.8x6.20 500~2,000 6.00~25.0 3.60~8.00 125 10.0 

CSTCD0955S 9.40x8.20x5.00 375~1,650 5.80~64.0 1.60~5.00 80.0 10.0 
■All data is tested based on 25℃ ambient temperature. 
※1. Impedance measure condition at 100MHz, 0.5V.
※2. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

57 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

D.C.R.
(mΩ) ※2

Rated 
Current (A) ※3

Hi-Pot  
(Vac) 

Min. Max. Max. 2mA 3s 

CSTCE0835R 8.80x6.40x3.50 450 280 0.50 200 
■All data is tested based on 25℃ ambient temperature. 
※1. Impedance measure condition at 100KHz, 1.0V.
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

CSTP 

CSTCD0955S 

CSTCE0835R 

Common Mode Choke 
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Series LxWxH 
(mm) 

Inductance 
(μH)  

Impedance 
(Ω) ※1  

D.C.R. 
(mΩ) ※2 

Rated Current 
(A) ※3  

Rated 
Voltage (V) 

Frequency 
Range (MHz) 

Typ./Min. Max. Max. Max. 

CSTCA0940R 9.00x5.50x4.70 5.00~4,700 400~12,300 100~650 0.40~1.20 80.0 2.00~500 

CSTA0950R 9.20x6.00x5.00 10.0~6,500 200~5,000 70.0~1,100 0.40~1.60 80.0 0.30~300 

CSTCB1060S 10.0x8.70x6.50 120~1,000 200~1,400 25.0~180 0.95~2.50 80.0 1.00~200 

CSTCB1060R 10.0x8.70x6.50 2,000~5,000 2,100~5,300 290~680 0.35~0.75 80.0 0.50~15.0 
■All data is tested based on 25℃ ambient temperature. 
※1. Impedance measure condition reference frequency range. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 
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CSTCA0940R 

CSTCB1060S 

CSTCB1060R 

CSTA0950R 

Common Mode Choke 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

D.C.R. 
(mΩ) ※2 

Leakage 
Inductance (μH) ※3 

Rated  
Current (A) ※4 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Max. Max. Max. 2mA 60s 

CSTCH1815R 18.2x15.0x10.0 400 12.5 1.25 6.20 250 1,500 

CSTCH1917R 19.5x17.0x10.0 95.0~1,400 4.00~45.0 0.50~7.20 2.80~12.5 250 1,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Leakage inductance is for L1 and is measured with L2 shorted. 
※4. Rated current value of DC current when the temperature rise is ΔT40 ℃ (Ta=25 ).  
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

Impedance 
(Ω) ※2 

D.C.R. 
(mΩ) ※3 

Rated  
Current (A) ※4 

Rated 
Voltage (V) 

Insulation 
Resistance 

(MΩ) 
Min. Min. Max. Max. Max. Max. 

SQH52B 5.00x4.80x2.50 0.30~2.85 70.0~1,050 13.0~56.0 1.50~6.00 50.0 10.0 

SQH54B 5.00x4.80x4.50 0.20~1.50 130~1,050 20.0~100 1.00~5.00 50.0 10.0 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 100KHz, 0.1V 
※2. Impedance measure condition at 100MHz, 0.5V. 
※3. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※4. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

CSTCH 

CSDN 

SQH 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

Impedance 
(Ω) ※2 

D.C.R. 
(mΩ) ※3 

Hi-Pot 
 (Vdc) 

Rated  
Current (A) 

Rated 
Voltage (V) 

Insulation 
Resistance 

(MΩ) ※4 

±30% Min. Max. 1mA 1~5S Max. Max. Max. 

CSDN0650 6.30x5.00x5.00 3.70~17.0 60~300 4.15~16.6 200 3.10~5.60 80.0 10.0 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 100KHz, 0.1V 
※2. Impedance measure condition at 100MHz, 0.5V. 
※3. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※4. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

Common Mode Choke 
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Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Min. Max. Max. Max. 2mA 3s 

CPSQ1515AL (21.0~22.5)x17.0x(14.0~16.0) 1.00~30.0 20.0~350 1.20~9.00 250 1,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current value of DC current when the temperature rise is ΔT40 (Ta=25 ).  

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Min. Max. Max. Max. 2mA 3s 

CPSQ1515AS (20.5~22.5)x(12.0~14.5)x(19.5~20.5) 1.00~30.0 20.0~350 1.20~9.00 250 1,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current value of DC current when the temperature rise is ΔT40 (Ta=25 ).  

60 

■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current value of DC current when the temperature rise is ΔT40 (Ta=25 ).  

CPSQ1515AL 

CPSQ1918AL 

CPSQ1515AS 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Min. Max. Max. Max. 2mA 3s 

CPSQ1918AL (24.0~24.5)x21.0x(14.0~14.5) 5.00~30.0 60.0~230 2.34~6.30 250 1,500 

Common Mode Choke 
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Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Min. Max. Max. Max. 2mA 3s 

CPSQ1918AS 25.5 x24.5x14.5 5.00~30.0 60.0~230 2.34~6.30 250 1,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current value of DC current when the temperature rise is ΔT40 (Ta=25 ).  

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Min. Max. Max. Max. 2mA 3s 

CPSQ2418AL 24.0x26.5x15.5 5.00~12.0 50.0~100 4.50~7.20 250 1,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current value of DC current when the temperature rise is ΔT40 (Ta=25 ).  
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Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Max. Min. Max. Max. Max. 2mA 3s 

CPSQ2418S 32.0x25.0x15.5 2.00~12.0 20.0~100 4.50~12.96 250 1,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current value of DC current when the temperature rise is ΔT40 (Ta=25 ).  

CPSQ1918AS 

CPSQ2418AL 

CPSQ2418AS 

Common Mode Choke 
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Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

+50%/-30% Max. Max. Max. 5mA 2s 

TCAB110506RS 15.0x7.80x16.0 0.40~11.0 11.4~342 0.90~4.50 300 2,100 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT70℃(Ta=25℃). 

TCAB110506RS 

■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Temperature rise current: the actual value of DC current when the temperature rise is ΔT70℃(Ta=25℃). 

TCAB150709RS 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

+50%/-30% Max. Max. Max. 5mA 2s 

TCAB150709RS 19.0x14.0x22.0 1.00~80.0 5.50~598 0.60~7.00 300 2,100 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

±50% Max. Typ. 

TCAB161007CRS 23.0x17.0x21.5 2.00 6.00 10.0 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

TCAB161007CRS 

Common Mode Choke 
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Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Min. Max. Max. Max. 

TCAB201208CRL 28.0x28.0x17.0 1.00 11.0 15.0 250 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.3V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 
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■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Leakage 
Inductance (μH) 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Min. Max. Typ. Max. Max. 2mA 60s 

TCAB201208CRL 27.0x15.5x25.0 2.00 24.0 10.0 10.0 250 2,500 

TCAB201208CRL 

TCAB201208CRL 

Common Mode Choke 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

+50% Max. Max. Max. 5mA 2s 

TCAB180808RS 23.0x15.0x(21.0~23.5) 1.00~33.0 2.90~93.0 2.50~15.0 300 2,100 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT70℃(Ta=25℃). 

TCAB180808RS 
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Common Mode Choke 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

+50%/-30% Max. Max. Max. 5mA 2s 

TCAB231010RS 29.5x17.5x28.0 1.00~82.0 2.30~151 2.50~20.0 300 2,100 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT70℃(Ta=25℃). 

TCAB231010RS 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Hi-Pot 
 (Vac) 

Min. Max. Max. 2mA 60s 

TCAB252010CRS 34.0x22.0x32.0 4.00 5.50 10.0 2,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 1.0KHz, 0.25V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

TCAB252010CRS 

■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Temperature rise current: the actual value of DC current when the temperature rise is ΔT70℃(Ta=25℃). 

TCAB281613RS 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

+50%/-30% Max. Max. Max. 5mA 2s 

TCAB281613RS 37.0x23.0x(32.5~38.5) 2.50~190 2.15~306 2.00~25.0 300 2,100 
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Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

+50%/-30% Max. Max. Max. 5mA 2s 

TCAB382117RS 48.0x27.5x43.0 3.00~35.0 3.70~79.0 5.00~26.0 300 2,100 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT70℃(Ta=25℃). 
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TCAB382117RS 

Common Mode Choke 

Series LxWxH 
(mm) 

Inductance 
(mH) ※1 

D.C.R. 
(mΩ) ※2 

Leakage 
Inductance (μH) 

Rated  
Current (A) ※3 

Rated 
Voltage (V) 

Hi-Pot 
 (Vac) 

Min. Max. Typ. Max. Max. 2mA 60s 

TCAB281810CRS 37.0x29.0x38.0 20.0 20.0 30.0 12.0 250 2,500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current：the value of DC current when the temperature rise is ΔT40℃(Ta=25℃). 

TCAB281810CRS 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
current (A) ※3 

Temperature rise 
current (A) ※4 

Hi-Pot  
(Vac) ※5 

Typ. Drop 10%/Drop 30% △T 40℃(Typ.) 1mA 1s 

CRHCM0704 7.30x7.30x4.50 1.20~47.0 24.8~352 1.95~11.0 1.35~5.40 500 

CRHCM0705 7.30x7.30x5.50 4.70~47.0 39.8~272 2.00~6.30 1.55~4.20 500 

CRHCM1040 10.1x10.1x4.20 1.40~47.0 17.4~255 2.30~13.1 1.80~7.30 500 

CRHCM1050 10.1x10.1x5.20 1.40~47.0 14.9~206 2.95~16.7 2.08~8.30 500 

CRHCM1060 10.1x10.1x6.20 1.40~56.0 12.5~220 3.20~20.1 2.20~8.70 500 

CRHCM1208 12.2x12.2x8.20 1.10~68.0 9.30~156 4.65~36.0 3.00~12.0 500 

CRHCM1210 12.2x12.2x10.0 4.70~68.0 16.8~122 5.00~18.2 3.25~8.80 500 

CRHCM1508 15.0x15.0x8.30 10.0~100 30.8~164 4.15~13.2 3.03~7.20 500 

CRHCM1510 15.0x15.0x10.2 10.0~100 27.9~122 4.72~14.0 3.57~7.30 500 

CRHCM1514 15.0x15.0x14.3 10.0~100 26.6~99.7 5.00~15.1 4.10~8.20 500 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 100KHz, 0.1V 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% and 30% of its initial value. 
※4. Temperature rise current(Ir): The leads are connected in parallel,the actual value of DC current when the temperature rise is ΔT40℃. 
※5. HI-POT: Test the withstand voltage of two windings 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

Typ. Drop 20%(Typ.) Both Windings 

SPRHS125C 12.0x12.0x6.20 3.30~1,000 21.0~2,433.3 0.67~12.9 0.34~3.60 

SPRHS127C 12.0x12.0x7.80 3.30~1,000 22.0~2,491 0.95~18.0 0.32~3.58 

SPRHS1210C 12.0x12.0x10.5 6.80~47.0 31.0~106 5.30~14.2 1.12~2.45 

SPRHS1514A 15.5x15.5x14.2 22.0~1,000 29.1~655.3 1.37~8.70 0.78~3.80 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

CRHCM 

SPRHS 

Coupled Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
current (A) ※3 

Temperature  
rise current (A) ※4 

Typ. Drop 10%/Drop 30% △T 40℃(Typ.) 

CSUC0704 7.30x7.30x4.50 0.10~1.10 2.50~13.9 11.7~35.0 7.10~16.2 

CSUC0705 7.30x7.30x5.50 0.11~2.00 2.10~18.6 9.00~36.0 6.56~17.7 

CSUS1050 10.1x10.1x5.20 0.15~2.40 2.00~16.8 11.7~43.0 8.45~24.3 

CSUC1060 10.1x10.1x6.20 0.17~5.00 2.00~23.9 7.80~45.0 7.09~24.3 

CSUC1208 12.2x12.2x8.30 0.22~12.0 1.90~34.6 8.30~55.0 6.36~26.8 

CSUC1210 12.2x12.2x10.2 0.22~27.0 1.90~51.2 5.30~57.0 5.52~27.4 

CSUC1508 15.0x15.0x8.30 0.25~10.0 1.10~20.9 11.3~63.0 8.75~37.7 

CSUC1510 15.0x15.0x10.3 0.25~18.0 1.10~28.4 8.20~64.0 7.74~38.1 

CSUC1514 15.0x15.0x14.2 0.25~62.0 1.10~49.5 4.30~65.0 5.93~38.8 
■All data is tested based on 25℃ ambient temperature. 
※1. Inductance measure condition at 100KHz, 0.1V 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% and 30% of its initial value. 
※4. Temperature rise current(Ir): The leads are connected in parallel,the actual value of DC current when the temperature rise is ΔT40℃. 
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①  ② 

④  ③ 

Marking 
Code 

L 

W 

CSUC 

Coupled Inductor 
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L H

W

C
od

e

VSBX 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VSBX0630 7.00x6.90x3.00 0.13~2.10 0.78~10.8 12.0~50.0 7.80~23.0 

VSBX0640 7.00x6.90x3.80 0.22~5.50 1.00~20.1 9.50~45.0 5.50~21.0 

VSBX0650 7.00x6.90x4.70 0.28~10.0 0.88~26.5 7.40~40.0 4.40~21.0 

VSBX1030 11.2x10.2x3.00 0.22~2.50 0.82~8.50 16.0~55.0 10.0~22.0 

VSBX1040 11.2x10.2x4.00 0.50~8.20 1.11~17.9 11.0~43.0 6.50~22.0 

VSBX1050 11.2x10.3x4.70 0.72~10.0 1.23~20.2 11.0~40.0 6.20~23.0 

VSBX1060 11.2x10.2x5.80 0.80~15.0 1.30~20.9 10.5~45.0 5.60~25.0 

VSBX1250 13.8x12.8x5.00 1.20~10.0 1.43~13.5 16.0~45.0 8.80~25.0 

VSBX1265 14.0x12.8x6.20 1.30~28.0 1.10~22.5 8.50~40.0 6.90~30.0 

VSBX1275 13.8x12.8x7.30 1.20~32.0 0.84~23.7 10.5~55.0 7.0~32.0 

VSBX1670 16.8x16.0x7.00 0.65~17.0 0.68~12.3 16.0~75.0 11.0~40.0 

VSBX1690 16.8x16.0x8.80 1.70~35.0 1.12~18.8 12.0~55.0 8.70~37.0 

VSBX1809 19.3x18.2x8.90 1.60~16.0 1.00~7.80 19.0~62.0 14.0~36.0 

VSBX1812 19.3x18.2x11.5 1.50~65.0 0.75~23.9 12.0~75.0 8.20~45.0 

VSBX2212 22.5x22.0x12.0 2.40~100 0.84~28.8 11.5~70.0 7.50~40.0 
※1. Inductance measure condition at 100KHz, 0.5V 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% and 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

Vehicle-Grade High Current Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop10%(Typ.) △T 40℃(Typ.) 

VSG1915 19.0x18.7x15.6 1.00~10.0 1.80~4.70 21.0~95.0 19.0~31.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSG1915 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10% Typ. 25℃(Typ.) △T 40℃(Typ.) 

VSRU1607 16.5x17.3x7.20 1.00 1.00 41.5 36.0 

VSRU1608 16.5x17.3x8.10 1.50~10.0 1.40~7.20 14.5~42.0 13.0~30.0 

VSRU1609 16.5x17.3x9.10 2.20~15.0 1.80~10.2 14.5~40.0 11.5~27.0 

VSRU1610 16.5x17.3x(10.0~10.8) 3.30~30.0 2.20~15.4 10.5~31.5 8.50~25.0 

VSRU2412 24.7x22.8x12.45 1.00~1.50 0.42~0.57 78.5~79.3 50.3~56.3 

VSRU2415 24.7x22.8x15.35 2.20~3.30 0.76~0.95 58.7~67.9 41.3~47.5 

VSRU2417 24.7x22.8x(17.9~18.25) 4.70~15.0 1.14~2.80 24.6~46.4 24.7~39.1 

VSRU2420 24.7x22.8x(20.9~21.3) 10.0~30.0 1.73~3.53 15.7~31.1 23.1~33.2 

VSRU2711 27.8x25.8x11.9 1.00~1.50 0.46 67.0~100 54.0 

VSRU2713 27.8x25.8x13.5 2.20 0.68 68.0 47.3 

VSRU2714 27.8x25.8x(14.6~14.9) 3.30~4.70 0.88~1.39 53.5~60.3 37.2~42.5 

VSRU2715 27.8x25.8x15.8 6.80 1.66 44.1 35.0 

VSRU2716 27.8x25.8x16.9 10.0~15.0 1.92 23.0~34.9 33.1 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T50℃(Ta=25℃). 

VSRU 

Vehicle-Grade High Current Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10% Typ. Drop 10%(Typ. 
@25°C) △T 40℃(Typ.) 

VSM2210 22.3x22.0x9.80 1.00~6.80 0.55~2.40 19.0~50.0 19.0~30.0 

VSM2211 22.3x22.0x10.7 1.50~10.0 0.80~3.30 18.3~50.0 19.0~30.0 

VSM2212 22.3x22.0x12.1 2.20~15.0 1.00~4.20 15.3~43.0 19.0~30.0 

VSM2214 22.3x22.0x14.1 3.30~35.0 1.20~5.90 9.30~34.0 19.0~30.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 10% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSM22 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±15~20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VPRX2520LP 25.0x20.8x21.75 1.20~10.0 0.25~1.70 68.0~205 40.0~100 

VPRX2520SP 25.0x20.8x21.75 1.30~68.0 0.40~1.70 110~259 37.0~84.0 

VPRX3311L 33.0x29.0x11.0 1.40 0.46 120 58.0 

VPRX3315L 33.0x29.0x15.3 4.60~7.20 0.85~1.20 55.0~75.0 46.0~52.0 
※1. Inductance measure condition at 100KHz, 0.25V(VPRX2520LP/SP), 100KHz, 0.1V(VPRX33). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VPRX33 

VPRX 

Vehicle-Grade High Current Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±15% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VSCFA2918L  28.0x28.0x18.3 1.80~20.0 0.75~6.50 32.0~120 14.0~42.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 
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VSCFA 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VSRU27xxL 28.0x26.0x12.5 1.10~11.0 0.46~1.92 36.0~100 36.0~50.0 

VSRU27xxS 28.0x26.0x12.5 0.86~8.60 0.46~1.92 50.0~15.0 36.0~50.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSRUX27 

Vehicle-Grade High Current Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VPCFA3534R 36.0x34.5x35.0 22.0~65.0 5.90~13.1 35.0~64.0 18.0~28.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VPCFA3534R 
 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VPCFA3541 36.0x41.0x35.0 6.80~47.0 1.05~6.10 43.0~120 28.0~54.5 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VPCFA3541 

Vehicle-Grade High Current Power Inductor 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VPA4228SA 42.0x35.8x28.0 9.30~68.0 1.50~10.5 28.0~72.0 17.5~47.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VPS4288SA 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

VSD0765A 7.20x6.70x8.50 1.00~10.0 7.50~45.0 3.10~12.2 2.00~5.00 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 25% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSD0765A 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VSD1215 15.5x12.5x13.3 10.0 18.5 8.70 4.30 
※1. Inductance measure condition at 500KHz, 0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSD1215 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VSD1315A 15.2x14.0x16.0 5.00~10.0 5.00~6.00 9.10~17.0 9.00~10.6 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSD1315A 

Vehicle-Grade Inductor for Digital Amplifier 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±10% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VPD1012A 12.0x10.75x10.0 10.0 11.5 6.70 6.00 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSAB05/17 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

VPD1715F 17.5x15.0x19.3 7.00~33.0 6.00~7.30 9.40~30.8 17.0~19.0 
※1. Inductance measure condition at 1.0KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 25% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VPD1012A 

VPD1715F 

Vehicle-Grade Inductor for Digital Amplifier 
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VPD1012A 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VSAD0660 7.80x7.80x7.30 3.30~22.0 17.9~112 4.30~12.5 2.40~7.80 

VSAD0880 9.60x9.50x9.20 1.50~33.0 6.90~143 4.20~25.0 2.80~13.0 

VSAD1010 11.0x9.60x10.6 3.30~47.0 10.2~128 4.50~16.0 3.20~11.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VPRX VSAD 

VSAD-T 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 25%(Typ.) △T 40℃(Typ.) 

VSAD0660T 6.90x7.60x7.50 1.00~22.0 9.00~120 6.50~33.0 2.10~8.50 

VSAD0880T 8.90x8.00x9.10 3.30~22.0 14.0~89.0 10.0~30.0 2.60~8.00 

VSAD1010T 10.2x9.20x11.05 1.00~22.0 4.35~58.0 10.0~58.0 3.10~11.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 25% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Vehicle-Grade Inductor for Digital Amplifier 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VSAB0530 5.45x5.20x2.80 0.68~15.0 8.50~168 2.20~9.00 2.20~11.5 

VSAB0630 6.95x6.60x2.80 0.47~22.0 3.80~163 2.40~16.5 2.50~16.0 

VSAB0640 6.95x6.60x3.80 6.80~47.0 38.0~230 1.70~5.50 1.60~6.50 

VSAB0650 6.95x6.60x4.80 3.30~56.0 16.0~235 1.60~9.00 1.60~8.80 

VSAB0830 8.85x8.20x2.80 1.00~22.0 5.90~120 2.90~14.2 3.50~17.1 

VSAB0840 8.85x8.20x3.80 0.33~33.0 2.00~110 3.40~29.0 3.60~30.5 

VSAB1040 10.85x10.0x3.80 1.00~68.0 2.70~215 2.40~19.0 2.40~23.0 

VSAB1054 10.85x10.0x5.20 3.30~47.0 7.50~95.0 4.00~15.8 4.20~14.3 

VSAB1365 13.45x12.6x6.30 0.47~100 1.00~135 2.50~45.0 2.30~48.0 

VSAB1770 17.45x16.95x6.80 1.00~100 1.20~102 4.00~65.0 4.00~52.0 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 20% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

76 

VSAB0530/1770 

VSAB 

Vehicle-Grade Molding Power Choke 



Tel: +86 755 89585372    
http://www.codaca.com    E-mail: info@codaca.com 

 
CODACA ELECTRONIC CO., LTD. 

77 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VSEB0430H 4.30x4.30x3.00 0.47~3.30 4.40~22.5 5.60~14.0 7.10~16.0 

VSEB0530H 5.55x5.35x3.00 0.56~4.70 4.20~25.8 6.20~16.1 7.90~17.7 

VSEB0630H 6.65x6.45x3.00 1.20~4.70 5.80~19.5 6.70~16.6 7.90~16.5 

VSEB0730H 7.90x7.60x3.00 1.20~5.60 3.80~22.1 7.30~18.2 8.10~18.5 

VSEB0850H 8.80x8.30x4.80 6.80~22.0 15.5~55.0 6.20~9.70 5.80~12.0 

VSEB0630 6.65x6.45x3.00 0.18~4.70 1.32~31.0 10.5~50.6 6.50~35.7 

VSEB0660 6.65x6.45x5.80 1.00~15.0 3.20~42.0 7.40~25.0 5.50~23.2 

VSEB0730 7.90x7.60x3.00 0.16~6.80 1.15~32.0 10.0~66.0 6.80~32.5 

VSEB0770 7.90x7.60x6.80 0.80~6.80 2.10~17.0 14.0~41.5 9.20~25.8 

VSEB0850 8.80x8.30x4.80 1.00~22.0 3.30~54.8 7.70~45.0 7.00~29.5 

VSEB0880 8.80x8.30x7.80 0.68~22.0 1.56~30.0 8.20~52.2 7.00~38.0 

VSEB1030 11.6x10.5x3.00 0.16~2.20 1.10~9.90 27.5~97.0 15.0~42.0 

VSEB1060 11.6x10.5x5.70 0.18~4.70 0.50~8.90 27.5~130 14.0~46.0 

VSEB1090 11.6x10.5x8.80 1.00~33.0 1.38~36.2 11.7~55.3 9.00~48.2 

VSEB1350 14.5x13.5x4.80 0.63~3.00 1.34~5.20 41.0~82.0 21.0~37.0 

VSEB1508 16.4x15.4x8.00 1.00~6.10 0.88~5.10 34.0~80.5 22.6~57.5 

VSEB1510 16.4x15.4x11.0 1.00~33.0 0.92~18.0 18.2~88.0 12.0~58.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSEB 

VSEB-H 

Vehicle-Grade Molded Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VSEG0420H 4.20x4.20x2.35 0.33~3.30 3.00~25.3 5.50~17.0 7.50~23.5 

VSEG0430H 4.20x4.20x3.35 0.30~5.60 2.90~31.5 4.80~18.7 5.90~24.0 

VSEG0440H 4.20x4.20x4.20 1.0~10.0 5.90~49.8 4.10~10.3 5.10~14.8 

VSEG0520H 5.55x5.35x2.35 0.68~4.70 4.30~20.0 6.20~15.3 9.10~18.6 

VSEG0530H 5.55x5.35x3.35 0.47~10.0 2.90~37.5 5.20~22.5 6.50~23.0 

VSEG0550H 5.55x5.35x5.20 1.80~22.0 6.50~67.1 4.30~12.0 4.60~16.0 

VSEG0630 6.71x6.51x3.60 0.18~6.80 1.05~27.3 8.50~46.0 9.00~35.7 

VSEG0660 6.71x6.51x6.60 0.22~15.0 1.10~32.5 6.50~40.0 7.80~49.0 

VSEG1060 11.6x10.5x6.00 1.00~10.0 1.61~16.4 19.0~53.0 13.0~41.0 

VSEG1010 11.6x10.5x10.0 2.20~33.0 2.36~30.0 11.0~46.0 9.00~34.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSEG-H 

VSEG 

Vehicle-Grade Molded Power Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VSHB0421 4.40x4.20x1.90 0.33~10.0 5.80~120 2.60~13.6 2.50~10.9 

VSHB0540 5.50x5.20x3.80 1.00~22.0 10.4~156 3.00~11.5 2.40~7.20 

VSHB0645 7.15x6.60x4.30 1.00~68.0 4.90~285 2.40~14.5 1.80~14.0 

VSHB0754T 7.70x7.40x5.20 1.00~120 5.70~347 2.20~23.5 1.70~17.0 

VSHB1054T 10.85x10.2x5.20 1.00~100 2.30~190 3.30~28.5 3.00~30.0 

VSHB1060T 10.85x10.2x5.80 8.20~100 13.5~145 3.80~13.2 3.20~11.5 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VPAB3822 38.25x38.25x22.0 0.82~3.30 0.16~0.395 176~335 105~142 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VSHB 

VSHB-T 

VPAB3822 

Vehicle-Grade Molding Power Choke 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 

VCRHS0704 7.30x7.30x4.50 1.20~1,000 12.8~4,400 0.35~10.2 0.27~5.20 

VCRHS0705 7.30x7.30x5.50 4.70~2,200 20.3~6,589 0.25~5.60 0.20~3.80 

VCRHS1208 12.2x12.2x8.20 1.10~2,200 4.30~2,600 0.73~33.0 0.47~12.0 

VCRHS1210 12.2x12.2x10.0 4.70~1,000 8.70~910 1.15~17.0 0.86~8.80 
※1. Inductance measure condition at 100KHz, 1.0V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

±20% Typ. Drop 20%(Typ.) △T 40℃(Typ.) 

VRKL0740 7.00x40.0x12.9 3.30 1.11 31.0 30.0 

VRKL0825A 8.00x25.0x13.2 1.80 1.02 33.0 34.0 
※1 Inductance measure condition at 1.0KHz, 0.25V(VRKL0740); 1.0KHz, 0.3V(VRKL0825A). 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VRKL0825A 

VRKL0740 

VCRHS 

Vehicle-Grade Inductor 
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Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

Impedance 
(Ω) ※2 

D.C.R. 
(mΩ) ※3 

Rated Current 
(A) ※4 

Rated 
Voltage (V) 

Frequency 
Range (MHz) 

Min. Max. Max. Max. 

VSTCB1060R 10.0x8.70x6.50 2,000~5,000 2,100~5,300 290~680 0.35~0.75 80.0 0.50~15.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. Impedance measure condition reference frequency range. 
※3. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※4. Rated current the value of DC current when the temperature rise is ΔT40 (Ta=25 ). 

VSTCB1060R 

VSTP 

VSTCH1917R 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

D.C.R. 
(mΩ)  

Leakage 
Inductance (μH) ※3  

Rated Current 
(A) ※3  

Rated 
Voltage (V) 

Hi-Pot  
(Vdc) 

Max. ±35% Max. Typ. Max. Max. 2mA 3s 

VSTCH1917R 19.5x17.0x10.0 220~1,400 23.0~45.0 5.00~7.20 2.80~3.30 250 1,500 
※1. Inductance measure condition at 10KHz, 0.1V. 
※2. Impedance measure condition reference frequency range. 
※3. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※4. Rated current the value of DC current when the temperature rise is ΔT40 (Ta=25 ). 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1 

Impedance 
(Ω) ※2 

D.C.R. 
(mΩ) ※3 

Rated Current 
(A) ※4 

Rated 
Voltage (V) 

Insulation 
Resistance 

(MΩ) 
Typ. Typ. Max. Max. Max. Min. 

VSTP0740 7.20x6.00x3.50 2.72~9.40 300~1,000 9.50~19.5 3.60~5.20 80.0 10.0 

VSTP0950 9.20x7.00x4.50 2.40~17.0 300~2,000 6.00~26.0 2.50~6.00 80.0 10.0 

VSTP1260 12.2x11.0x6.00 10.0~29.8 700~2,000 4.50~17.5 4.00~8.00 80.0 10.0 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. Impedance measure condition at 100MHz,0.5V. 
※3. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※4. Rated current the value of DC current when the temperature rise is ΔT40 (Ta=25 ). 

Vehicle-Grade Common Mode Choke 
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Series LxWxH 
(mm) 

Impedance 
(Ω) ※1 

D.C.R. 
(mΩ) ※2 

Hi-Pot 
(Vdc) 

Rated  
Current(A) ※3 

Rated 
Voltage (Vdc) 

Insulation 
Resistance 

(MΩ) ※4 

Typ. ±30% 1mA,3s Max. Min. Min. 

VSDN0650A 6.30x6.30x5.30 100~500 4.45~14.8 200 3.10~5.60 80.0 10.0 
※1. Impedance measure condition at 10MHz,0.5V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Rated current the value of DC current when the temperature rise is ΔT40 (Ta=25 ). 
※4 Insulation Resistance measure condition at 80Vdc,60s. 
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VSDN 

Vehicle-Grade Common Mode Choke 

Series LxWxH 
(mm) 

Inductance 
(μH) ※1  

D.C.R. 
(mΩ) ※2 

Saturation  
Current (A) ※3 

Temperature Rise 
Current (A) ※4 

Hi-Pot  
(Vdc) 

±20% Typ. Drop 30%(Typ.) △T 40℃(Typ.) 1mA 1s 

VCRHC0704 7.30x7.30x4.50 2.20~47.0 32.0~390 1.65~7.80 1.25~4.70 500 

VCRHC0705 7.30x7.30x5.50 4.70~47.0 40.5~300 1.75~5.60 1.33~3.80 500 

VCRHC1208 12.2x12.2x8.20 4.70~68.0 22.0~175 4.20~16.0 2.70~8.00 500 

VCRHC1210 12.2x12.2x10.0 4.70~68.0 17.4~143 4.50~17.0 3.10~8.80 500 
※1. Inductance measure condition at 100KHz, 0.1V. 
※2. D.C. Resistance measured by RM3544 Ohm-meter at 25℃. 
※3. Saturation current: the actual value of DC current when the inductance decrease 30% of its initial value. 
※4. Temperature rise current: the actual value of DC current when the core surface temperature rise is △T40℃(Ta=25℃). 

VCRHC 
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